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Rehabilitation Management Plan Summary Table 

 
VICKERY COAL MINE 

REHABILITATION MANAGEMENT PLAN SUMMARY TABLE 

Name of Mine: Vickery Coal Mine 

Name of Lease Holder(s): Vickery Coal Pty Ltd 
Whitehaven Coal Limited (all other Mining 
Leases listed below) 

Name of Mine Operator: Whitehaven Coal Limited 

Rehabilitation Management Plan 
Commencement Date: 

25 August 2026 

Rehabilitation Management Plan Revision Dates 
and Version Numbers: 

Rev 3 

Mining Lease(s) / Lease Numbers / Expiry Dates: Coal Lease 316 Expiry: 15/06/2033 

Mining Lease 1464 Expiry: 20/12/2043 

Mining Lease 1471 Expiry: 06/09/2042 

Mining Lease 1718 Expiry: 15/09/2036 

Mining Lease 1838 Expiry: 13/09/2043 

Mining Lease 1895 Expiry: 6/404/2047 

Date of Initial Submission: 31 May 2023 
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1. Part 1 – Introduction to Mining Project  
1.1 History of Operations  
The Vickery Coal Mine (VCM) is located in the Gunnedah Coal Basin, approximately 25 kilometres (km) north of Gunnedah in 
New South Wales (NSW) (Figure 1). The VCM is operated by Vickery Coal Pty Limited, a wholly owned subsidiary of Whitehaven Coal 
Limited (Whitehaven). 

Development Consent SSD-7480 was granted by the NSW Independent Planning Commission on 12 August 2020 under Part 4 of the 
Environmental Planning and Assessment Act 1979 (EP&A Act). The VCM also encompasses the site of the former Canyon Coal Mine, which 
was previously operated under DA 8-1-2005 and SSD-5000. Other key approvals, licences and permits for the VCM are described in Section 
1.2. 

In 2025, Whitehaven received approval for Modification 1 to SSD-7480 under section 4.55(2) of the EP&A Act. This modification was informed 
by detailed engineering design and early-stage mining activity, and includes the following changes: 

• Expansion of the rail spur construction footprint; 
• Construction of water pipelines from the Mirrabinda, Ovenden and Rocglen properties to improve water security; 
• Revised realignment of Blue Vale Road, reducing impacts on Stratford Creek and improving road design; 
• Establishment of a temporary concrete batching plant for on-site infrastructure; 
• Extraction and screening of up to 90,000 m³ of gravel per annum for off-site use; 
• Disposal of waste heavy vehicle tyres within approved waste rock emplacement areas; 
• Extension of approved ROM coal haulage hours; 
• Incorporation of best-practice geomorphic landform design principles; and 
• Minor updates to the Schedule of Lands and rehabilitation objectives. 

Development of the mine commenced in late 2023 with the initial box cut, establishment of the Mine Infrastructure Area (MIA), and associated 
drainage and sediment controls. ROM coal is currently being hauled by road to the Gunnedah CHPP via the approved haulage route. 
Construction of the rail spur and on-site CHPP has not yet commenced. 

The approved life of the VCM is 25 years from the date of consent, with mining operations permitted through to 12 August 2045. 

As of the date of this plan, rehabilitation has not yet been undertaken within the new VCM disturbance area. However, rehabilitation is 
progressing within legacy areas associated with the former Canyon Coal Mine. Whitehaven has been successfully delivering rehabilitation 
outcomes at other nearby operations, including the Tarrawonga, Rocglen, Sunnyside, Werris Creek and Maules Creek Coal Mines, and will 
apply those learnings to Vickery as progressive rehabilitation commences. 

This Rehabilitation Management Plan (RMP) has been prepared in accordance with the NSW Resources Regulator (NSW RR) Form and 
Way -Rehabilitation Management Plan for Large Mines (NSW RR,  2025). This RMP has been developed to satisfy the requirements of the 
standard rehabilitation conditions for mining leases specified in the Mining Regulation 2016 (Regulations) under the Mining Act 1992 (Mining 
Act).  

1.2 Current Development Consents, Leases and Licences  
Details of the date of grant and duration of the Development Consent (SSD-7480), authorisations and licenses issued by the relevant 
government agencies for the VCM are provided in Table 1. 
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Table 1 - Overview of Current Development Consents, Leases and Licences 

Relevant Authority Instrument 
Approval/ 

license Number 
Issue Date Expiry Date (mining 

operations) 

Department of Planning 
Housing and 
infrastructure (DPHI) 

Development 
Consent 

 

SSD-7480 12 August 2020 

The applicant may carry out 
mining operations until 
25 years after the date of 
SSD-7480 
(12 August 2045) 

SSD-7480 - MOD 1 07 August 2025 

SSD-7480 – MOD 2 08 October 2025 

SSD-7480 – MOD 3 05 August 2026 

SSD-5000 19 September 2014 31 December 2044 

DA-8-1-2005 30 June 2005 07 September 2015 

NSW Resources 
Regulator 

Coal Lease 
CL 316 15 June 1988 (renewed 

15 June 2012) 
15 June 2033 

Mining Lease 

ML 1464 21 December 1999 20 December 2043 

ML 1471 7 September 2000 6 September 2042 

ML 1718 15 September 2015 15 September 2036 

ML 1838 13 September 2022 13 September 2043 

ML1895 06 April 2026 06 April 2047 

NSW Environment 
Protection Authority 

Environment 
Protection 
Licence (EPL) 

EPL 21283 17 May 2019 Until the licence is 
surrendered, suspended or 
revoked. The licence is 
subject to review every 5 
years 

Commonwealth Department 
of Climate Change, Energy, 
the Environment and Water 

Commonwealth 
Approval 

EPBC 2016/7649 15 September 2021 31 December 2051 

 
 
Applicable Guidelines 
The Rehabilitation Management Plan (RMP) has been developed with careful consideration of both regulatory requirements and best 
practice guidelines to ensure a comprehensive and transparent approach to mine rehabilitation and closure. This includes aligning the 
RMP with current legislation, policy frameworks, and leading industry standards that guide effective rehabilitation planning, risk 
assessment, stakeholder engagement, and final landform design. Table 2 outlines how the RMP gives regard to these various guidelines 
and frameworks, demonstrating its consistency with expectations for large-scale mining operations in New South Wales and beyond. 
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Table 2 - Applicable Guidelines 

Guideline / Framework RMP Considerations / Alignment 
Form and way: Rehabilitation Management Plan (large 
mines) (2024) 

The RMP follows the NSW Resources Regulator template, ensuring it 
includes all required components: domain mapping, risk assessment, 
completion criteria, monitoring, and adaptive management. 

Form and way: Rehabilitation objectives, rehabilitation 
completion criteria and final landform and rehabilitation 
plan for large mines 

The RMP specifies measurable completion criteria and landform designs 
based on domain-specific objectives. Final landform and land use 
planning is supported by detailed conceptual design drawings. 

Guideline: Rehabilitation risk assessment A structured risk assessment process identifies key rehabilitation risks 
using consequence and likelihood ratings. Controls and monitoring are 
defined for priority risks. Risk review schedules are included. 

Guideline: Rehabilitation objectives and rehabilitation 
completion criteria 

The RMP sets SMART objectives and completion criteria linked to final 
land use, with justification and performance indicators. Criteria are 
benchmarked against reference sites and/or agreed standards. 

Planning for Integrated Mine Closure Toolkit (ICMM, 
2008) 

The RMP integrates mine closure planning throughout the mine life, 
embeds stakeholder engagement, and includes socio-environmental 
transition considerations. Closure planning is iterative and aligned with 
operational decision-making. 

Mining Amendment (Standard Condition of Mining 
Leases – Rehabilitation) Regulation 2021 

The RMP meets the regulatory requirement for compliance with standard 
lease conditions, including progressive rehabilitation, defined completion 
criteria, and achieving safe, stable, non-polluting final landforms. 

Strategic Framework for Mine Closure (ANZMEC 2000) Consistency is maintained with the ANZMEC framework principles: early 
planning, stakeholder consultation, integration with mine planning, and 
financial responsibility for closure outcomes. 

Leading Practice Sustainable Development Program – 
Mine Closure and Completion / Mine Rehabilitation 

Best practice concepts such as stakeholder-inclusive planning, long-term 
stability, ecosystem resilience, and use of risk-based decision-making are 
reflected in the RMP approach. 

Best Practice Environmental Management in the Mining 
Industry Series 

Environmental controls, adaptive management, and performance 
monitoring plans are built into the RMP, aligning with best practice 
environmental stewardship and industry benchmarks. 

Enduring Value (Minerals Council of Australia, 2015) The RMP reflects sustainable development principles by aiming for post-
mining land uses that are viable, socially supported, and environmentally 
stable. Ethical governance and transparent reporting are embedded. 

State Environmental Planning Policy (Planning 
Systems) 2021; and 
State Environmental Planning Policy (Resources and 
Energy) 2021.   

The RMP considers the policy’s requirements for compatibility with 
surrounding land uses, community impacts, and environmental 
outcomes, and is aligned with development consent and EIS 
commitments. 
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1.3 Land and Ownership and Land Use  
 
The VCM is owned and operated by Whitehaven and is located approximately 15 km south-east of Boggabri and approximately 
25 km north of Gunnedah in NSW (Figure 1). 

The freehold land within existing MLs is owned by Whitehaven. Table 3 identifies the schedule of land ownership surrounding VCM.  

Table 3 - Overview of the Land Ownership Surrounding the VCM 

Lot/DP Land Tenure Land Ownership Occupancy 
1/219923 Freehold Whitehaven-owned No Dwelling 

2/219923 Freehold Whitehaven-owned No Dwelling 

33/553903 Freehold Whitehaven-owned No Dwelling 

1/570414 Freehold Whitehaven-owned No Dwelling 

2/570414 Freehold Whitehaven-owned No Dwelling 

21/754929 Freehold Whitehaven-owned Mine-owned Dwelling 

22/754929 Freehold Whitehaven-owned No Dwelling 

23/754929 Freehold Whitehaven-owned Mine-owned Dwelling 

25/754929 Freehold Whitehaven-owned No Dwelling 

36/754929 Freehold Whitehaven-owned No Dwelling 

37/754929 Freehold Whitehaven-owned Mine-owned Dwelling 

39/754929 Freehold Whitehaven-owned No Dwelling 

1/1015797 Freehold Whitehaven-owned No Dwelling 

2/1015797 Freehold Whitehaven-owned Mine-owned Dwelling 

1/1018347 Freehold Whitehaven-owned No Dwelling 

2/1018347 Freehold Whitehaven-owned No Dwelling 

3/1018347 Freehold Whitehaven-owned No Dwelling 

5/1018347 Freehold Whitehaven-owned No Dwelling 

7/1018347 Freehold Whitehaven-owned No Dwelling 

1/1038308 Freehold Whitehaven-owned No Dwelling 

2/1038308 Freehold Whitehaven-owned No Dwelling 

3/1038308 Freehold Whitehaven-owned No Dwelling 

1/1102940 Freehold Whitehaven-owned No Dwelling 

2/1102940 Freehold Whitehaven-owned No Dwelling 

4/1145592 Freehold Whitehaven-owned No Dwelling 

4/1182289 Freehold Whitehaven-owned No Dwelling 

5/1182289 Freehold Whitehaven-owned No Dwelling 

11/1182290 Freehold Whitehaven-owned No Dwelling 

15/7549451 Freehold Whitehaven-owned No Dwelling 

21/754951 Freehold Whitehaven-owned No Dwelling 

Roads located between or 
adjacent to the above parcels of 
land. 

Freehold or Crown Gunnedah Shire Council, 
Narrabri Shire Council or Crown 

N/A 

Creeks or streams located 
between or adjacent to the 
above parcels of land. 

Crown Crown N/A 

Rail lands located between or State Rail Authority of NSW State Rail Authority of NSW N/A 
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Lot/DP Land Tenure Land Ownership Occupancy 
adjacent to the above parcels of 
land. 

 

The VCM is located within the Narrabri Shire Council Local Government Area (LGA) and Gunnedah Shire Council LGA on land that is 
zoned RU1 (Primary Production) under both the Narrabri Local Environmental Plan 2012 and Gunnedah Local Environmental Plan 2012. 

Historic and current land use in the vicinity of the VCM is dominated by agricultural production (primarily grazing for beef production and 
cropping), forestry and mining and remnant vegetation. Historic mining has been undertaken at Vickery Coal Mine and the recently closed 
Rocglen Coal Mine. 

Current Land use in the vicinity of the VCM is characterised by a combination of: 
• Active mining operations (VCM and nearby Tarrawonga and Maules Creek mines); 
• Rehabilitated former mining areas (e.g. Canyon and Rocglen); 
• Biodiversity stewardship and offset areas; 
• Vickery State Forest, located to the northeast; 
• Agricultural production and grazing land; and 
• Crown reserves and travelling stock routes on adjoining parcels. 

The approved final land use for the site includes a combination of native woodland ecosystems and agricultural grazing land, consistent 
with Development Consent SSD-7480 and Commonwealth EPBC Approval 2016/7649. 
 

1.3.1 Land Ownership and Land Use Figure 
The VCM regional location is shown in Figure 1. The general arrangement of the VCM, including MLs granted under the NSW Mining 
Act 1992, indicative Project rail spur, groundwater bore locations and mining development is shown on Figure 2 and Figure 3.  

Land Ownership  

Table 3 identifies the schedule of land ownership within the VCM MLs. This is depicted graphically on Figure 4. 

Vegetation Communities 

The vegetation communities within the mining area and VCM rail spur area are depicted in Figure 5 and Figure 6, respectively, 
and are based on the vegetation mapping identified in the Vickery Extension Project Environmental Impact Statement (EIS). 

Areas of Sensitivity  

Areas of sensitivity at the VCM including identified heritage sites and protected biodiversity areas are depicted in Figure 4 . The 
VCM Heritage Management Plan and VCM Aboriginal Cultural Heritage Management Plan (ACHMP) considers the impacts of 
the development of the VCM on Aboriginal and historic heritage sites. Aboriginal and cultural heritage sites in the vicinity of the 
VCM are depicted on Figure 8. 
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Figure 1 – Regional Locality
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Figure 2: Land Ownership 
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Figure 3 - Vickery Coal Mine Land Use 
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Figure 4 – Vegetation Communities 
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Figure 5: Areas of Sensitivity 
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2. Final Land Use  
2.1 Regulatory Requirements for Rehabilitation  
This RMP has been prepared to meet the requirements of Development Consent SSD-7480 (as modified in 2025), the standard conditions 
imposed under Schedule 8A of the Mining Regulation 2016, and all relevant mining leases (ML 1464, ML 1471, ML 1718, ML 1838 and 
CL 316). It also addresses Commonwealth EPBC Approval 2016/7649 and incorporates environmental controls relevant to rehabilitation 
under EPL 21283. The relevant regulatory requirements are outlined in Table 4. 

Table 4 - Regulatory Requirements Relating to Post-mining Land Use and Rehabilitation 

Condition Requirement Area Relevant RMP 
Section 

Development Consent (SSD-7480) 

Schedule 2 Part 
B, B101 

The Applicant must rehabilitate the site in accordance with the 
conditions imposed on the mining leases(s) associated with the 
development under the Mining Act 1992. The rehabilitation must be 
generally consistent with the proposed rehabilitation objectives 
described in the documents listed in condition A2(c) (and shown 
conceptually in the figure in Appendix 6), and must comply with the 
objectives in Table 12. 

Entire Site  Section 
4.1 

Schedule 2 Part 
B, B102 

The rehabilitation objectives in Table 12 apply to the entire site, 
including all landforms constructed under either this consent or 
previous consents. However, the Applicant is not required to 
undertake any additional earthmoving works on landforms that have 
been approved and constructed under previous consents. 

Entire Site  Section 
4.1 

Schedule 2 Part 
B, B103 

Deleted 
Note: Progressive rehabilitation is a requirement under the 
conditions imposed under the mining act.  
 

Entire Site  Section 
6.1 

Schedule 2 Part 
B, B104 

The Applicant must prepare a Rehabilitation Strategy for the 
development to the satisfaction of the Planning Secretary. This 
strategy must: 
(a) be prepared by a suitably qualified and experienced person/s 

whose appointment has been endorsed by the Planning 
Secretary; 

(b) be prepared in consultation with the Resources Regulator, 
DCCEEW Water, NSC, CPHR and GSC; 

(c) be submitted to the Planning Secretary for approval within six 
months of the date of commencement of development under 
this consent; 

(d) build on the Rehabilitation Objectives in Table 12 (of 
SSD 7480), describe the overall rehabilitation outcomes for the 
site, and address all aspects of rehabilitation including mine 
closure, final landform (including any final voids), post- mining 
land use/s and water management; 

(e) align with strategic rehabilitation and mine closure objectives and 
address the principles of the Strategic Framework for Mine 
Closure (ANZMEC and MCA, 2000); 
 

Entire Site Rehabilitation 
Strategy  
(separate 
document not 
included in this 
RMP). 

Schedule 2 Part 
B, B104 
(Continued) 

(f) describe how the rehabilitation measures would be integrated 
with the measures in the Biodiversity Management Plan referred 
to in condition B63; 

(g) describe how rehabilitation will be integrated with the mine 
planning process, including a plan to address premature mine 
closure; 

Entire Site 
(Continued) 

Rehabilitation 
Strategy 
 
(separate 
document not 
included in this 
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(h) include details of target vegetation communities and species to be 
established within the proposed revegetation areas; 

RMP). 
 
 (i) investigate opportunities to refine and improve the final landform 

outcomes and minimise/eliminate any final voids over time; 

(j) include a risks and opportunities assessment and risk register; 

(k) include a post-mining land use strategy to investigate and 
facilitate post-mining beneficial land uses for the site (including 
any final voids), that: 
i. align with regional and local strategic land use planning 

objectives and outcomes; 
ii. support a sustainable future for the local community; 
iii.  utilise existing mining infrastructure, where practicable; 
iv. avoid disturbing self-sustaining native ecosystems, where 

practicable; and 
v. includes a description of long-term land management 

objectives, including bushfire management, weed and 
feral animal control, water quality and public safety. 

(l) include a stakeholder engagement plan to guide rehabilitation 
and mine closure planning processes and outcomes; 

(m) investigate ways to minimise adverse socio-economic effects 
associated with rehabilitation and mine closure; 

(n) include a program to review and refine the final landform and final 
void outcomes every five years, in consultation with the 
Resources Regulator and GSC, NSC, to meet the relevant 
Rehabilitation Objectives in Table 12 (of SSD 7480); and 

(o) for ecological rehabilitation used for retiring ecosystem credits in 
Table 10, include all information as required under section 12.2 of 
the Framework for Biodiversity Assessment of the NSW 
Biodiversity Offsets Policy for Major Projects (OEH, 2014), 
including triggers for determining whether ecological rehabilitation 
credits should alternatively be retired as per Condition B60. 

Schedule 2 Part 
B, 
B105 

The Applicant must implement the Rehabilitation Strategy approved by 
the Planning Secretary. 

- - 

Schedule 2 Part 
B, B106 

Deleted 
 
Note: The Applicant must prepare and implement a Rehabilitation 
Management Plan in accordance with the conditions imposed on the 
mining lease(s) associated with the development under the Mining Act 
1992. 

Entire Site This RMP. 

Standard Conditions under Mining Regulation 2016, Schedule 8A, Part 2. 
Condition 4, 
Schedule 8A 

Must prevent or minimise harm to environment Entire Site This RMP 
(1) The holder of a mining lease must take all reasonable 

measures to prevent, or if that is not reasonably practicable, 
to minimise, harm to the environment caused by activities 
under the mining lease. 

(2) In this clause – 
harm to the environment has the same meaning as in the 
Protection of the Environment Operations Act 1997. 
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Condition 5, 
Schedule 8A 

Rehabilitation to occur as soon as reasonably practicable after 
disturbance 

The holder of a mining lease must rehabilitate land and water in the 
mining area that is disturbed by activities under the mining lease as 
soon as reasonably practicable after the disturbance 
occurs. 

Entire Site Section 6 
and 6.1 

Condition 6, 
Schedule 8A 

Rehabilitation must achieve final land use Entire Site  

(1) The holder of a mining lease must ensure that rehabilitation of the 
mining area achieves the final land use for the mining area. 

 Section 4 

(2) The holder of the mining lease must ensure any planning approval 
has been obtained that is necessary to enable the holder to comply 
with subclause (1). 

 Section 2.1 

(3) The holder of the mining lease must identify and record any 
reasonably foreseeable hazard that presents a risk to the holder’s 
ability to comply with subclause (1). 
Note – Clause 7 requires a rehabilitation risk assessment to be 
conducted whenever a hazard is identified under this subclause. 

 Section 3 

(4) In this clause – 
final land use for the mining area means the final landform and 
land uses to be achieved for the mining area – 

 

(a) as set out in the rehabilitation objectives statement and 
rehabilitation completion criteria statement, and 

 

(b) for a large mine – as spatially depicted in the final landform and 
rehabilitation plan, and 

 

(c) if the final land use for the mining area is required by a condition 
of development consent for activities under the mining lease – 
as stated in the condition. 

 

planning approval means – 
(a) a development consent within the meaning of the 

Environmental Planning and Assessment Act 1979, or 

 

(b) an approval under that Act, Division 5.1.  
 

 
 

 

Condition 7, 
Schedule 8A 

Rehabilitation risk assessment Entire Site Section 3 
(1) The holder of a mining lease must conduct a risk assessment (a 

rehabilitation risk assessment) that – 
 

(a) Identifies, assesses and evaluates the risks that need to be 
addressed to achieve the following in relation to the mining lease 
– 

 

(i) the rehabilitation objectives,  
(ii) the rehabilitation completion criteria,  

(iii) for large mines – the final land use as spatially depicted in 
the final landform and rehabilitation plan, and 

 

(b) identifies the measures that need to be implemented to 
eliminate, minimise or mitigate the risks. 

 

(2) The holder of a mining lease must implement the measures 
identified. 

  Section 3 

(3) The holder of a mining lease must conduct a rehabilitation risk 
assessment – 

Section 3 

(a) for a large mine – before preparing a rehabilitation 
management plan, and 

 

(b) for a small mine – before preparing the rehabilitation 
outcome documents for the mine, and 

 



WHC-PLN-VEP-REHABILITATION MANAGEMENT PLAN 

 

Document Owner: VOC Environmental 
Supt 
Document Approver: GOC Environment 
Manager 
Revision Period:3 Years 

Revision:3 

 

 Page 18 of 19 

UNCONTROLLED COPY WHEN PRINTED. REFER TO INTRANET FOR LATEST VERSION 
 

(c) whenever a hazard is identified under clause 6(3) – as soon as 
reasonably practicable after it is identified, and 

 

(d) whenever given a written direction to do so by the 
Secretary. 

 

 

Condition 10, 
Schedule 8A 

Rehabilitation management plans for large mines Entire Site  

(1) The holder of a mining lease relating to a large mine must 
prepare a plan (a rehabilitation management plan) for the 
mining lease that includes the following – 

 This RMP 

(a) a description of how the holder proposes to manage all 
aspects of the rehabilitation of the mining area, 

 Section 6.2 

(b) a description of the steps and actions the holder proposes to 
take to comply with the conditions of the mining lease that 
relate to rehabilitation, 

 Section 5 

(c) a summary of rehabilitation risk assessments conducted by the 
holder,  Section 3 

(d) the risk control measures identified in the rehabilitation risk 
assessments,  Section 3 

(e) the rehabilitation outcome documents for the mining lease,  Section 4 
 and 5 

(f) a statement of the performance outcomes for the matters 
addressed by the rehabilitation outcome documents and the 
ways in which those outcomes are to be measured and 
monitored. 

 Section 4 

(2) If a rehabilitation outcome document has not been approved by 
the Secretary, the holder of the mining lese must include a 
proposed version of the document. 

 Section 4 
 and 5 

(3) A rehabilitation management plan is not required to be given to 
the Secretary for approval. N/A 

(4) The holder of the mining lease –  

(a) Must implement the matters set out in the rehabilitation 
management plan, and 

  

(b) If the forward program specifies timeframes for the 
implementation of the matters – must implement the matters 
within those timeframes. 

 

Condition 12, 
Schedule 8A 

Rehabilitation outcome documents Entire Site  

(1) The holder of a mining lease must prepare the following documents 
(the rehabilitation outcome documents) for the mining lease and 
give them to the Secretary for approval – 

 

(a) the rehabilitation objectives statement, which sets out the 
rehabilitation objectives required to achieve the final land use 
for the mining area, 

Section 4 

(b) the rehabilitation completion criteria statement, which sets 
out criteria, the completion of which will demonstrate the 
achievement of the rehabilitation objectives, 

Section 4 

(c) for a large mine, the final landform and rehabilitation plan, 
showing a spatial depiction of the final land use. 

Section 5 

(2) If the final land use for the mining area is required by a condition of 
development consent for activities under the mining lease, the 
holder of the mining lease must ensure the rehabilitation outcome 
documents are consistent with that 
condition. 

 

Note: DPIE – Water (DCCEEW Water ) = Water Group within the Department, NSC = Narrabri Shire Council, CPHR= Conservation 
Programs, Heritage and Regulation Group within the NSW Department of Climate Change, Energy, the Environment and Water , GSC 
= Gunnedah Shire Council, Department = NSW Department of Planning, Industry and Environment, MEG = Regional NSW – Mining, 
Exploration and Geoscience and OEH = Office of Environment and Heritage. 
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2.2 Final Land Use Options Assessment  
 
The conceptual final land use for the VCM has been assessed and is detailed in the Vickery Extension Project EIS (Whitehaven, 2018), 
Rehabilitation Strategy and Condition B101, Schedule 2 Part B of Development Consent (SSD-7480). Approved final land uses at the VCM 
include: 

• Native Ecosystem; 
• Agriculture – Grazing; 
• Water Storage (Excluding Final Void) and 
• Final Void (Water filled at closure). 

2.3 Final Land Use Statement  
The proposed final landform and final land use at the VCM is depicted spatially in the Final Landform and Rehabilitation Plan provided in 
Section 5 of this RMP. The final land uses are consistent with those described in Section 2.2 and the features outlined within Condition 
B101, Schedule 2 Part B of Development Consent (SSD-7480). The proposed final landform has been depicted to reflect the conceptual 
final landform detailed in Appendix 6 of Development Consent (SSD-7480) and remains consistent with the objectives outlined within 
Condition B101, Schedule 2 Part B of Development Consent (SSD-7480). 

Additional consultation regarding the proposed landform and approval requirements for the post-mining environment at the VCM may be 
undertaken with DPHI and other government agencies. When revised, this RMP will be updated to reflect the outcomes of any consultation 
undertaken. 

2.4 Final Land Use and Mining Domains  
2.4.1 Final Land Use Domains  
Final land use domains are land management units characterised by a similar post-mining land use objective. Consistent with contemporary 
rehabilitation guidelines and rehabilitation planning best practice, final land use domains have been developed for the VCM. In 
accordance with the Final Landform and Rehabilitation Plan outlined in Section 5 of this RMP, the final land use domains and associated 
codes at the VCM are provided in Table 5. 

Table 5 Vickery Coal Mine Final Land Use Domains 

Final Land Use Domains Code 
Native Ecosystem A 
Agriculture - Grazing B 
Agricultural - Cropping C 
Rehabilitation Biodiversity Offset Area D 
Industrial E 
Water management F 
Water Storage (Excluding Final Void) G 
Heritage Area H 
Infrastructure I 
Final Void J 

 

2.4.2  Mining Domains  
As described in Section 1, mining operations will consist of infrastructure areas, water management areas, waste emplacement area 
(i.e. Western Emplacement) and open cut pit The codes associated with the VCM mining domains are presented in Table 6. 

 



WHC-PLN-VEP-REHABILITATION MANAGEMENT PLAN 

 

Document Owner: VOC Environmental 
Supt 
Document Approver: GOC Environment 
Manager 
Revision Period:3 Years 

Revision:3 

 

 Page 20 of 21 

UNCONTROLLED COPY WHEN PRINTED. REFER TO INTRANET FOR LATEST VERSION 
 

Table 6 Vickery Coal Mine Mining Domains 

Mining Domain Code 
Infrastructure Area 1 

Tailings Storage Facility 2 
Water Management Area 3 
Overburden Emplacement Area 4 

Active Mining Area (Open Cut Void) 5 
Underground Mining Area (Open Cut Void) 6 
Beneficiation Facility 7 
Other (Stockpiled Material) 8 

Mining domains at the VCM have been delineated based on operational or functional purpose and therefore are defined by their 
geophysical characteristics.  
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3. Rehabilitation Risk Assessment  
 
Key risks associated with proposed rehabilitation activities at the Vickery Coal Mine (VCM) have been identified and assessed in 
accordance with Clause 7, Schedule 8A of the Mining Regulation 2016, the Guideline: Rehabilitation Risk Assessment, and the Joint 
Australian/New Zealand Standard AS ISO 31000:2018 Risk Management – Guidelines (Standards Australia). 

The methods used for risk assessment will include the following key steps: 

• identifying the rehabilitation related risks, including what could happen, when and where; 
• analysing the risks using a qualitative risk approach (i.e. identifying existing controls, determining specific 

consequences/likelihoods and then determining the residual level of risk); 
• making decisions based on the outcomes of the risk assessment about which of the risks need controls or the implementation of 

a mitigation strategy; and 
• establishing controls to mitigate/treat the risks identified as part of the process. 

Risk Assessment History 

Table 7 outlines the RMP risk assessments carried out to date. 

  
Table 7 - Risk Assessment History 

Date Details 

3 May 2023 Initial RMP rehabilitation risk assessment developed for the VCM. 

11 July 2024 First review by site staff, incorporating early construction learnings and minor project refinements. 

27 May 2025 Latest comprehensive review facilitated by IEMA, incorporating the approval and implementation of 
Modification 1. 

25 August 2026 Update and review of rehabilitation risks in light of Mod 2 and 3 and FLRP update. 

 

Latest Risk Assessment Outcomes 

The most recent update to the Rehabilitation Management Plan (RMP) risk assessment, completed in August 2026, was conducted in 
collaboration with key personnel from Whitehaven. The assessment was carried out in accordance with AS/NZS ISO 31000:2018 Risk 
Management – Guidelines and the Risk Management Handbook for the Mining Industry (MDG1010). Whitehaven’s Risk Matrix was 
applied to determine the consequence and likelihood of potential events and to evaluate the associated risk levels. Risks identified in 
previous assessments were reviewed and reassessed, while new risks were identified, evaluated, and prioritised accordingly. 

The risk assessment has been used to inform the preparation of this Plan, The August 2026 risk assessment identified a total of 67 key 
rehabilitation risks: 

• 66 risks ranked as low 
• 1 risks ranked as medium 
• No risks ranked as High or Critical. 

The risk matrix used for the assessment is shown in Table 8, and a summary of risk highest ranked risks are provided in Table 9. 
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Table 8 Risk Matrix 
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Table 9 Risk Assessment 

Risk Phase Key Risk Cause Current Controls Section Addressed 

M General Planning does not factor in rehabilitation 
requirements and approval conditions. 

Planning not considering specifications within 
approval conditions 

• Consideration of current regulator guidelines and recommendations. 
• RMP. 
• Consultation with regulators during the consultation process. 
• Annual planning process. 
• Approved ROBJs. 
• MOD1 underway. 
• CMO and 360 compliance tracking systems. 
• Mine Planning & Design Process 
• Management of Change Process.  

Section 6 

M General Failure to achieve relinquishment 

Inability to identify and manage residual risk 
e.g. Geotech, Geochem, contamination, 
reject placement and tertiary material 
management. 

• Annual budget process. 
• RMP. 
• Annual planning process.  
• Geological reference report. 
• SMEs - technical studies. 
• Geochemical assessment.  
• Coal reject disposal procedure.  
• Annual PAF test on rejects 
• Geotech SME on site (Geologist) 
• Regular Geotech monitoring and assessment process.  

Section 6 

M General 
Lack of evidence to demonstrate 
rehabilitation and closure activities meet 
suitable design for signoff. 

LTA record keeping during execution works. 
 
Loss of records. 

• Spatial database. 
• WHC File Structure.  
• Rehab planning process QA QC. (CRITICAL CONTROL) 
• Vulcan records. 
• Survey Records. 

Section 6 

M Active Loss of topsoil structure 

Inadequate topsoil stockpile management 
resulting in rehandle. 

Requirement to rehandle due to constraints. 

Poor Machinery selection. 

• LDP process 
• Topsoil stockpiling and sampling 
• 3m topsoil stockpile height 
• Mine Planning Process  
• Landloch soil assessments (Prestripping for LOM) Includes GIS Layer.  
• Supervision. 
• Topsoil stockpile management.  
• Topsoil inventory 
• Stripping procedure 

Section 6.2.1 

M Active Weed density impacts required rehab 
outcomes. 

Existing weed species. 
 
Historical landuse. 
 
Legacy rehabilitation. 
 
Poor topsoil management and lack of 
available virgin soils. 
 

• Pre due diligence surveys of areas to identify weeds 
• Weed management program  
• Equipment cleaning/inspections 
• Topsoil Inspections  
• Prestripping weed management.  
• Quarterly agronomist report (Herbicide recs). 
• Annual rehab monitoring includes weed assessments.  
• GIS mapped weed control. 
• WoRM (Work Order Request Management) 

Section 6.2.1 

M Active 

Adverse geochemical/chemical 
composition of materials such as 
overburden, interburden, processing 
wastes, subsoils and topsoils and 
imported cover materials. 

Poor planning and historical material 
placement. 
 
Lack of material testing. 
 
Inability to identify and manage residual risk 
e.g. Geotech, Geochem, contamination, 
reject placement and tertiary material 
management. 
 

• Annual budget process. 
• RMP. 
• Annual planning process.  
• Geological reference report. 
• SMEs - technical studies. 
• Geochemical assessment.  
• Coal reject disposal procedure.  
• Annual PAF test on rejects 
• Sampling inter and overburden during geological exploration and resource 

drilling 

Section 6.2.1 

M Decommissioning phase 
of rehabilitation 

Safety Hazards associated with retained 
infrastructure and legacy areas from 
former mining activity (e.g. dams, site 
services, rail infrastructure). 

Poor maintenance, lack of security. 
 
Public accessing the site when there is limited 
site presence. 
 

• Closure standard requires that agreements be put in place early enough to 
satisfactorily manage any residual liability risks to WHC should infrastructure be 
retained.  

• Final land use assessment risk assessment and opportunities analysis. 
• Gates and signage (Including Highwall fencing). 
• Security cameras.  

Section 6.2.2 
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Risk Phase Key Risk Cause Current Controls Section Addressed 

• Complete structure integrity test on all retained infrastructure. 

M Landform Establishment 

Adverse geochemical/chemical 
composition of materials such as 
overburden, interburden, processing 
wastes (rejects), subsoils and 
topsoils and imported cover materials. 
 

Poor planning and historical material 
placement. 
 
Lack of material testing. 
 
Inability to identify and manage residual risk 
e.g. Geotech, Geochem, contamination, 
reject placement and tertiary material 
management. 

• Geochem assessment from EIS identified low risk of PAF material  
• Annual budget process. 
• RMP. 
• Annual planning process.  
• Geological reference report. 
• SMEs - technical studies. 
• Geochemical assessment.  
• Coal reject disposal procedure.  
• Annual PAF test on rejects.  

Section 6.2.3 

M  
Landform Establishment Less than adequate landform design 

Landform designed without hydrological 
model or appropriate considerations. i.e. 
geotechnical studies, reject emplacement, 
erosion modelling, final void design…. 

• LOM design considers water management 
• Engineered landform design based on hydrological modelling. 
• Survey control 
• Future reviews of RMP and design 
• Erosion Modelling  
• Annual Rehab Plan  
• Geotechnical reference report.  

Section 6.2.3 

M Landform establishment Lack of available suitable rock materials to 
be used in water management structures. LTA supply of suitable rock on site. • Concept design including rock spec (CRITICAL CONTROL). 

• Internal experience.  Section 6.2.3 

M GMD Subsoil and topsoil deficit for rehabilitation 
activities. 

Poor rehabilitation planning. 
 
Topsoil incorrectly stockpiled and managed. 
 
Inconsistent spreading of growth medium 

• Soil mass balance estimate has been completed and indicates sufficient 
resource.  

• Landloch soil assessments (Prestripping for LOM) Includes GIS Layer.  
• QAQC Process.  
• GPS guidance. 

Section 6.2.4 

M Growth Medium 
Development 

Substrate inadequate to support final land 
use e.g. lack of organic matter, nutrient 
deficiency, lack of soil biota, adverse soil 
chemical properties, exposed hostile 
geochemical materials, and any other 
factors impeding the effective rooting 
depth). 

Poor quality soil within future rehabilitation 
areas. 
 
Poor stockpile management. 
 
Existing topsoil not representative of final 
landuse. 
 
Inconsistent spreading of growth medium 

• Soil quality assessment complete to establish required ameliorants prior to 
spreading. 

• Soil placement plan. 
• QAQC process to verify soil thickness. 
• Survey control. 
• GPS guidance. 
• Rehabilitation Monitoring. 
• Annual Rehabilitation Planning Process.  
• ROBJs. 
• Addition of mulch/organics. 
• Landloch soil assessments (Prestripping for LOM) Includes GIS Layer.  

Section 6.2.4 

M Ecosystem and Land Use 
Establishment Poor seed viability, seed dormancy 

Poor quality seed 
 
Incorrect storage methodology. 

• Supplier provides a verifiable seed mix. 
• Seed viability and providence of the seed collection provided by contractors. 
• Appropriate seed storage. 
• Rehabilitation monitoring. 
• QAQC Process 
• Initial rehabilitation monitoring and QA process to guide future seeding 

requirements. 
• Spatial capture of rehabilitation activities including seeding (WoRM). 
• ROBJs. 

Section 6.2.5 & 6.2.6 
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Further studies/action plan 
A number of proposed controls and further studies were identified during the risk assessment workshop. Table 10 presents an action plan for implementation of the additional risk controls (including high and critical risks). 
 

Table 10 - Action Plan 

Risk  Phase  Key Risk Cause  Proposed Control  

M General 
Planning does not factor in 
rehabilitation requirements and 
approval conditions. 

Planning not considering specifications 
within approval conditions. 

1.Change Management. 
2. Reviewing CMO to ensure all relevant conditions are logged (Including recent modifications). 

M General Failure to achieve 
relinquishment. 

Inability to identify and manage residual risk 
e.g. Geotech, Geochem, contamination, 
reject placement and tertiary material 
management. 

1. Update annual rehab planning process to include reference to preference on stripping, placement and management of hostile materials.  
2. Review the current record keeping system to ensure material is tracked.  
3.Review the Geochem assessment and compare to the LOM Plan.  
4. Ensure this year's Annual Rehab Plan includes material type.  

M General 

Lack of evidence to demonstrate 
rehabilitation and closure 
activities meet suitable design for 
signoff. 

LTA record keeping during execution 
works. 

Loss of records. 
 

1. Review what historical data is available. Organise data into a suitable system on a rehab phase basis.  
2. Identify small plot to test ESF2 process. Gap analysis on evidence required to future-proof.  
3. Implement QAQC for reject placement.  
4. Validating reject emplacement is placed to design.  
5. Survey records for all validation flights to be kept in a separate folder. e.g. Any pegging of reject cells.  

M Active Loss of topsoil structure. 

Inadequate topsoil stockpile management 
resulting in rehandle. 

Requirement to rehandle due to constraints. 

Poor Machinery selection. 
 

1. Topsoil balance register 
2. Amend Mine plan to minimise rehandle of topsoil  
3. Review 5 year budget to ensure adequate topsoil locations are established on the emplacement to minimise haulage distance.  
4. Mining planning to minimise topsoil rehandle.  
5. Review how topsoil is represented in the haulage model (SPRY). 

M Active Weed density impacts required 
rehab outcomes 

Existing weed species. 

Historical landuse. 

Legacy rehabilitation. 
Poor topsoil management and lack of 
available virgin soils. 

1. Review targeted weed control programs.  
2. Update the annual rehab planning process (Weed/topsoil section).  
 

M Active 

Adverse geochemical/chemical 
composition of materials such as 
overburden, interburden, 
processing wastes, subsoils and 
topsoils and imported cover 
materials. 

Poor planning and historical material 
placement. 

Lack of material testing. 

Inability to identify and manage residual risk 
e.g. Geotech, Geochem, contamination, 
reject placement and tertiary material 
management. 
 

1. Update annual rehab planning process to include reference to preference on stripping, placement and management of hostile materials.  
2. Review the current record keeping system to ensure material is tracked.  
3. Review the Geochem assessment and compare to the LOM Plan.  
4. Ensure this year's Annual Rehab Plan includes material type.  

M 

Decommissioning  Safety Hazards associated with 
retained infrastructure and legacy 
areas from former mining activity 
(e.g. dams, site services, rail 
infrastructure). 

Poor maintenance, lack of security. 
 
Public accessing the site when there is 
limited site presence.  
 

1. Identify all possible land users in order for site to have continuous occupation. 
2. Complete a public safety risk assessment for closure.  
 

M 

Landform 
establishment  Adverse geochemical/chemical 

composition of materials such as 
overburden, interburden, 
processing wastes (rejects), 
subsoils and 

Poor planning and historical material 
placement. 
 
Lack of material testing. 
 
Inability to identify and manage residual risk 

1. Update annual rehab planning process to include reference to preference on stripping, placement and management of hostile materials.  
2. Review the current record keeping system to ensure material is tracked.  
3. Review the Geochem assessment and compare to the LOM Plan.  
4. Ensure this year's Annual Rehab Plan includes material type.  



 
 

WHC-PLN-VEP-REHABILITATION MANAGEMENT PLAN 

 

Document Owner: VOC Environmental Supt 
Document Approver: GOC Environment Manager 
Revision Period:3 Years 

Revision:3 

 

 Page 26 of 27 

UNCONTROLLED COPY WHEN PRINTED. REFER TO INTRANET FOR LATEST VERSION 
 

Risk  Phase  Key Risk Cause  Proposed Control  

topsoils and imported cover 
materials. 
 

e.g. Geotech, Geochem, contamination, 
reject placement and tertiary material 
management. 

M 

Landform 
establishment  

Less than adequate landform 
design  

Landform designed without hydrological 
model or appropriate considerations. i.e. 
geotechnical studies, reject emplacement, 
erosion modelling, final void design…. 

1. Review existing QAQC to include design phase for final landform design. 

M 
Landform 
establishment  

Lack of available suitable rock 
materials to be used in water 
management structures. 

LTA supply of suitable rock on site. 1. Undertake an assessment of the suitability of the rock and quantities used in the construction of rock drains.  
2. Material balance to include suitable rock for water management structures. 

M 

Growth Medium 
Development  

Subsoil and topsoil deficit for 
rehabilitation activities. Poor rehabilitation planning. 

Topsoil incorrectly stockpiled and managed. 

Inconsistent spreading of growth medium 

1. Review topsoil balance based on updated landform and Landloch report. 

M 

Growth Medium 
Development  

Substrate inadequate to support 
final land use e.g. lack of organic 
matter, nutrient deficiency, lack 
of soil biota, adverse soil 
chemical properties, exposed 
hostile geochemical materials, 
and any other factors impeding 
the effective rooting depth). 

Poor quality soil within future rehabilitation 
areas. 

Poor stockpile management. 

Existing topsoil not representative of final 
landuse.  
Inconsistent spreading of growth medium 

1. Create Draft Completion Criteria. 
2. Quarterly agronomist report to assess soil quality in analogue sites.  
3. Identify analogue sites for future VEP rehab monitoring 

M 
Ecosystem and 
Land Use 
Establishment  

Poor seed viability, seed 
dormancy 

Poor quality seed  
 
Incorrect storage methodology. 

1. Review historical rehab monitoring data to understand what seeded species are not present in the rehab.  
2. Review options for improving species diversity. 
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4. Rehabilitation Objectives and Rehabilitation Completion Criteria  
For each mining domain and final land use domain, rehabilitation objectives have been developed in consideration of Condition B101, 
Schedule 2 Part B of Development Consent (SSD-7480). 

In accordance with clause 12, Schedule 8A of the Mining Regulation 2016, these Rehabilitation Objectives have been submitted to the 
NSW Resources Regulator and approved. The approved Rehabilitation Objectives and draft completion criteria are outlined in Table 12. 

4.1 Rehabilitation Objectives and Rehabilitation Completion Criteria  
The primary objective of the final rehabilitated landform is to create a safe, stable, and non-polluting landscape that supports the intended 
post-mining land uses. In line with Condition B101, Schedule 2 Part B of Development Consent (SSD-7480) (See Table 11), and the 
NSW Resources Regulator’s Guideline: Rehabilitation objectives and rehabilitation completion criteria, specific domain rehabilitation 
objectives have been developed for the VCM. These are presented in Table 12. 

The rehabilitation objectives are considered to be broader objectives that cover specific aspects of rehabilitation. To complement these 
objectives, Whitehaven has developed performance indicators and completion criteria for each rehabilitation domain. The approved 
objectives, draft indicators and draft completion criteria for each of the final land use and mining domains during the rehabilitation phases 
are specified in Table 12. 

Table 11 Rehabilitation Objectives Condition B101, Schedule 2 Part B of the Development Consent (SSD-7480) 

Feature Objectives 

All areas of the site affected by the 
development 

• Safe, stable and non-polluting  
• Fit for the intended post-mining land use/s  
• Establish the final landform and post-mining land use/s as soon as practicable after cessation 

of mining operations  
• Minimise post-mining environmental impacts  

Areas proposed for native 
ecosystem re-establishment 

• Establish/restore self-sustaining native open woodland ecosystems 
• Establish local plant community types 
• Establish: 

- riparian vegetation, within any diverted and/or re-established creek lines and retained 
water features; 

- habitat, feed and foraging resources for threatened fauna species; and 
- vegetation connectivity and wildlife corridors, as far as is reasonable and feasible 

Areas proposed for agricultural 
land 

• Establish/restore grassland areas to support sustainable agricultural activities 
• Use species found in the local area that are suitable for pasture production 
• Achieve land and soil capabilities that are equivalent or better than pre- mining 
• Locate adjacent to surrounding agricultural land, where practicable 

Final Landform 

• Stable and sustainable for the intended post-mining land use/s 
• Integrated with surrounding natural landforms and other mine rehabilitated 

landforms, to the greatest extent practicable 
• Incorporate macro-relief and micro-relief and drainage features that mimic natural 

topography and mitigate erosion, to the greatest extent practicable 
• Maximise surface water drainage to the natural environment, excluding final void 

catchment (i.e. free draining) 
• Reduce highwall slopes to a maximum of 30 to 50 degrees (excluding slopes below the 

post-mining standing water level in any final void) 
• Minimise visual impacts, where practicable 

Final void 

• Designed as long term groundwater sink to prevent the release of polluting water into the 
surrounding environment, unless further mine planning and final landform design 
processes identify a more suitable outcome for the final void (see condition B104) 

• Optimise the size and depth of any final voids and ensure the final landform is stable 
and non-polluting 

• Minimise to the greatest extent practicable: 
- the drainage catchment of final voids; 
- any high wall instability risk; and 
- the risk of flood interaction 

• Maximise potential for beneficial reuse, where practicable 
Surface infrastructure of the 
development 

• To be decommissioned and removed, unless the Resources Regulator agrees otherwise 
• Structures over the Kamilaroi Highway to be demolished and removed, unless TfNSW 
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Feature Objectives 

agrees otherwise 

Rehabilitation materials 

• Materials from areas disturbed under this consent (including topsoils, substrates and 
seeds) are to be recovered, managed and reused as rehabilitation resources, to the 
greatest extent practicable 

• Maximise use of biosolids (or similar organic recycled material) to enhance soil quality 
for revegetation 

Water quality 
• Water retained on the site is fit for the intended post-mining land use/s 
• Water discharged from the site is suitable for receiving waters and fit for aquatic ecology and 

riparian vegetation 

Community • Ensure public safety 
• Minimise adverse socio-economic effects associated with mine closure 
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Table 12 Rehabilitation Objective and Draft Completion Criteria 

Final Land Use Domain Mining Domain Rehabilitation Objectives Spatial Category Draft: Indicator Draft: Completion Criteria Draft: Validation Method 

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

All infrastructure that is not to be 
used as part of the final land use is 
removed to ensure the site is safe 
and free of hazardous materials. 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Removal of 
infrastructure 

Removal of all services (power, water, communications) 
that have been connected on the site as part of the 
operation. 

All utility infrastructure removed. Statement provided, independent field 
verification 

Removal of all footings or encapsulation of footings 
compatible with final landform/land use objectives. 

Footings removed to a depth as far as 
reasonably practicable to avoid 
exposure pathways to subsequent final 
land use. 

Statement provided, independent field 
verification. Surveyed and marked on 
the as-constructed final landform plan. 

All plant, equipment and associated infrastructure 
including processing facilities, stockpile areas, rail 
infrastructure and loading facilities, underground 
hydrocarbon storage tanks, office complex, portable 
offices, exploration core samples, camp facilities, storage 
racks, samples are disposed of in accordance with Waste 
Management Regulations. 

Infrastructure removed. 
As-constructed final landform plan, 
photos, independent field verification, 
etc. 

Removal of all water management infrastructure (including 
pumps, pipes and power). Infrastructure removed. Statement provided, independent field 

verification and before/after photos. 

Heritage obligations (e.g. development consent under the 
Environmental Planning and Assessment Act 1979, 
approvals under the Heritage Act 1977, etc.) have been 
met (e.g. archival recording, building retention or 
building demolition with footings preserved). 

Permits and approval documents 
issued; archival reports (where 
required) complete and submitted. 

Copy of any relevant approval 
documentation. 

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

All infrastructure that is to remain as 
part of the final land use benefits 
from the relevant approvals (e.g. 
Development Consent [SSD-7480] 
and/or licence/lease/binding 
agreement, etc). 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Retention of 
infrastructure 

Where applicable, necessary approvals are in place (e.g. 
development consent under the Environmental Planning 
and Assessment Act 1979) where buildings and 
infrastructure are to be retained as part of final 
land use 

Permits and approval documents 
issued 

Copy of any relevant approvals or 
evidence if approvals not required e.g. 
fencing 

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

All infrastructure that is to remain as 
part of the final land use is safe, 
does not pose any hazard to the 
community 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Retention of 
infrastructure 

Water management infrastructure (dams, drains, 
embankments, etc.) and access tracks are suitable in size 
and condition for the post mining land use and practically 
minimised. 

Any required Repairs or Upgrades 
complete. 

Copy of any relevant plans, photos 
etc. 

Potential hazards (e.g. electrical, mechanical) have been 
effectively isolated and secured. Hazards isolated and secured. Statement provided. 

If any underground pipelines or other infrastructure (e.g. 
building footings) are to remain in situ, they do not pose a 
hazard for the intended final land use. 
Note: If any underground pipelines or other infrastructure 
are to remain in situ in areas to be returned for Agriculture 
– grazing they are at a depth >0.5m and don’t constrain 
the final land use. 

The location of the infrastructure has 
been marked on a plan and registered 
with the relevant local authority (e.g. 
local Council) and Dial Before You Dig. 

Surveyed and marked on the as-
constructed final landform plan. 
Copy of notification to or 
correspondence with relevant 
authority 

The structural integrity of the infrastructure is suitable and 
safe for use as part of the intended final land use. 

The structural integrity of the 
infrastructure has been inspected by a 
suitably qualified engineer and 
determined to be safe for the intended 
final land use. 

Engineering report/statement, photos 
etc. 
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Final Land Use Domain Mining Domain Rehabilitation Objectives Spatial Category Draft: Indicator Draft: Completion Criteria Draft: Validation Method 

Native Ecosystem (A) 

Infrastructure (1) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

Ecological rehabilitation objective 1: 
The vegetation composition of the 
rehabilitation contains species that 
are commensurate with native 
vegetation communities: 
Pilliga Box -Poplar Box Shrubby 
Woodland (PCT 397 & NA324), 
Poplar Box Woodland on Alluvial 
Clay Soils (PCT 101 & NA185) or 
White Box - White Cypress Pine 
shrubby open forest of the 
Nandewar and Brigalow Belt South 
Bioregions (PCT 1308 & NA225) 
contained within the BioNet 
Vegetation Classification. 

A1 
A4 
A5 

Ecological 
rehabilitation 

The number of characteristic species in rehabilitation is 
comparable to the reference community. 

Native flora species within 20m x 20m 
floristic plots are within 10th and 90th 
percentile variation range of reference 
community.  

Before and after photos, rehabilitation 
monitoring reports, independent 
ecological reports that validate 
rehabilitation completion criteria have 
been met. 

Native Ecosystem (A) 

Infrastructure (1) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

Ecological rehabilitation objective 2: 
The vegetation structure of the 
rehabilitation is similar to that of 
native vegetation communities: 
Pilliga Box -Poplar Box Shrubby 
Woodland (PCT 397 & NA324), 
Poplar Box Woodland on Alluvial 
Clay Soils (PCT 101 & NA185) or 
White Box - White Cypress Pine 
shrubby open forest of the 
Nandewar and Brigalow Belt South 
Bioregions (PCT 1308 & NA225) 
contained within the BioNet 
Vegetation Classification. 

A1 
A4 
A5 

Ecological 
rehabilitation 

The growth forms present are consistent with, or are 
trending toward, those of the target vegetation types. 

Within a standard 20m x 20m floristic 
plot tree foliage cover, midstorey and 
groundcover are within 10th & 90th 
percentile variation range of reference 
community.  

Before and after photos, rehabilitation 
monitoring reports, independent 
ecological reports that validate 
rehabilitation completion criteria have 
been met. 

Native Ecosystem (A) 

Infrastructure (1) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

Ecological rehabilitation objective 3: 
Levels of ecosystem function have 
been established that demonstrate 
the rehabilitation is self sustainable. 

A1 
A4 
A5 

Ecological 
rehabilitation Evidence of self-sustaining ecological processes 

Indicators of ecosystem function 
(recruitment, litter, fauna use) evident 
without ongoing intervention 

Long-term monitoring, ecological 
function indices 

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

Groundwater quality meets the 
requirements of (SSD-7480) and 
relevant EPL (currently EPL 21283) 
does not present a risk of 
environmental harm. 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Groundwater Groundwater quality monitoring Groundwater quality consistent with or 
better than baseline/pre-mining levels Groundwater sampling and lab testing 

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

Impacts to groundwater regime are 
within range as per SSD 7480 
(including the associated Water 
Management Plan) /pre- mining 
environmental assessment. 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Groundwater Groundwater level trends Post-mining groundwater regime within 
predicted EA/SSD ranges 

Hydrogeological modelling, 
piezometer monitoring 

Agricultural Grazing (B) 
Infrastructure (1) 
 
Water Management (3) 

Land use capability is capable of 
supporting the target agricultural 
land use. 

B1 
B3 

Agricultural 
revegetation 

Land and Soil Capability classification or is Class VI or 
higher 

Land and Soil Capability classification 
criteria met. Land capability of 
revegetation is generally VI or higher. 

Independent agronomist reports. 
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Final Land Use Domain Mining Domain Rehabilitation Objectives Spatial Category Draft: Indicator Draft: Completion Criteria Draft: Validation Method 

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

Landform that is commensurate with 
surrounding natural landform and 
where appropriate, incorporates 
geomorphic design principles. 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Landform 
stability Minimal active erosion  

There are no gully or tunnel erosion 
features and there is an absence of 
rilling (> 300 mm deep).  

Survey or remote sensing monitoring, 
visual inspection records, photograph 
series from photo points, Specialist 
consultant assessment reports.  

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

Residual waste materials stored on 
site (e.g. tailings, coarse rejects and 
other wastes) will be appropriately 
contained / encapsulated so it does 
not pose any hazards or constraints 
for intended land use. 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Management 
of waste and 

process 
materials 

Visual – capping material placement, type across 
emplacement 
Visual – indication of residual waste impacting on final 
land use – vegetation health 
Survey - targeted thermal scanning of surface for 
indications of spontaneous combustion based on visual 
indicators 
Survey - survey plans show depth of coarse rejects, hot 
material and other wastes (where records are available) 

Visual – verification that capping, type 
and placement present acceptable 
residual risk to final land use 
Visual – no signs of impacts on final 
land use due to residual waste 
materials indicated by vegetation 
health 
Survey - no significant areas of high 
temperature that impacts vegetation 
health 
Survey - coarse rejects and hot 
material is a minimum of 5m below 
final landform surface (where records 
are available) 

Photos, rehabilitation monitoring 
reports, as constructed surveys, 
thermal survey outputs, survey 
records and plans, quality assurance 
records for construction, erosion 
surveys, independent geotechnical 
reports (where required), 
groundwater/surface water monitoring 
reports. 

Agricultural Grazing (B) 
Infrastructure (1) 
 
Water Management (3) 

Revegetation is sustainable for the 
long- term and only requires 
maintenance that is consistent with 
the intended final land 
use. 

B1 
B3 

Agricultural 
revegetation 

Resilience demonstrated by the effects of drought and fire 
on composition, structure and other function attributes of 
pasture and cropping lands.  

Cropping yields from rehabilitated 
areas are similar to adjacent cropping 
land.  

Rehabilitation monitoring reports, 
independent soil reports, 
environmental monitoring records, 
independent agronomist reports.  

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

Runoff water quality from mine site 
meets the requirements of 
Development Consent (SSD-7480) 
and relevant Environment Protection 
Licence (EPL) (currently EPL 21283) 
and does not present a risk of 
environmental harm. Runoff water 
quality from mine site is suitable for 
receiving waters and fit for aquatic 
ecology and riparian vegetation. 
Water retained on the site is fit for 
the intended post-mining land use/s. 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Surface water 

Water quality parameters selected from Australian and 
New Zealand Guidelines for Fresh and Marine Water 
Quality 2000 and or Environment Protection Licence 
(further guidance available on NSW Environment 
Protection Authority website).  

Runoff water quality from rehabilitation 
areas represents an acceptable level 
of change from a defined reference 
condition (Australian and New Zealand 
Guidelines for Fresh and Marine Water 
Quality 2000).  

Upstream and downstream water 
quality monitoring records. Water 
quality monitoring records.  

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

Structures that take or divert water 
such as final voids, dams, levees 
etc. are appropriately licensed (e.g. 
under the Water Management Act 
2000) and where required ensure 
sufficient licence shares are held in 
the water source(s) to account for 
water take. 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Water 
Approvals 

Hydrological and hydro-geological assessments are 
undertaken to determine water take at completion from the 
relevant water sources to confirm that sufficient allocations 
are held. 

Adequate water allocations and 
associated licenses are held for all 
applicable structures. 

Copy of any relevant approvals or 
evidence if approvals not required. 
Confirmation from relevant 
Government Agency (e.g. NRAR) that 
licences are held. Independent water 
harvesting compliance assessment. 
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Final Land Use Domain Mining Domain Rehabilitation Objectives Spatial Category Draft: Indicator Draft: Completion Criteria Draft: Validation Method 

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

The final landform is stable for the 
long- term and does not present a 
risk of environmental harm 
downstream / downslope of the site 
or a safety risk to 
the public/stock/native fauna 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Landform 
stability 

Visual - indicators of erosion and land instability. 
Visual - indicators that surface water management 
structure are functioning as designed. 
Measured - Survey of rehabilitated landform to verify final 
landform construction in accordance with Final Landform 
and Rehabilitation Plan. 
Measured - survey of rehabilitated landform to specifically 
monitor settlement and/or material loss via erosion. 

Visual- minimal erosion that would not 
require moderate to significant ongoing 
management and maintenance works. 
Visual – no signs of land instability 
such as mass movement. 
Visual - no areas of active gully 
erosion. 
Visual - no evidence of tunnel erosion. 
Visual – no evidence of active scour 
likely to compromise surface water 
management structure. 
Survey verifies final landform complies 
with final landform construction in 
accordance with Final Landform and 
Rehabilitation Plan. 
Survey verifies that settlement and/or 
material loss is within predicted limits 
and will not compromise final landform 
drainage via differential settlement. 

Before and after photos, rehabilitation 
monitoring reports, as constructed 
surveys, erosion surveys, 
independent geotechnical reports 
(where required) and or erosion 
modelling reports (where required) 
that indicate long-term stability of 
rehabilitated landform. 
Depending on the nature, scale and 
risks associated with a specific site, 
stability will need to be evaluated over 
a number of years (e.g. 5 years). 

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

The risk of bushfire and impacts to 
the community, 
environment and infrastructure has 
been addressed as part of 
rehabilitation. 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Bushfire 
Appropriate bushfire hazard controls (where required) 
have been implemented on the advice from the NSW 
Rural Fire Service. 

Bushfire controls implemented. Independent verification report. 

Native Ecosystem (A) 
 
Agricultural Grazing (B) 
 
Water Storage (G) 
 
Final Void (J) 

Infrastructure (1) 
 
Water Management (3) 
 
Overburden 
Emplacement Area (4) 
 
Active Mining Area (5) 

There is no residual soil 
contamination on site that is 
incompatible with the final land use 
or that poses a threat of 
environmental 
harm. 

A1 
A4 
A5 
B1 
B3 
G3 
J5 

Land 
contamination 

Waste material and/or visible contamination areas on site 
surface. Ecosystem 

There are no visible signs of 
contamination following the removal of 
plant, equipment and materials. Any 
contamination has been appropriately 
remediated in accordance with 
legislative requirements for the 
intended final land use. Retained dams 
are decontaminated in accordance 
with regulatory requirements. Surface 
layer is free of any hazardous 
materials. 

Statement provided and before/after 
photos. 
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4.2 Rehabilitation Objectives and Rehabilitation Completion Criteria – Stakeholder 
Consultation  
Ongoing consultation with the community and relevant stakeholders occurs via the Vickery Extension Project Community Consultative 
Committee (CCC), Whitehaven’s website, and the VCM community hotline. 

Whitehaven has consulted with, and will continue to consult with, the NSW Department of Planning, Housing and Infrastructure (DPHI), 
NSW Mining, Exploration and Geoscience, Department of Climate Change, Energy, the Environmental and Water, Gunnedah Shire 
Council, Narrabri Shire Council, and other stakeholders in relation to operations, Modification 1 implementation, and rehabilitation at the 
VCM. 

During the preparation of the original Vickery Extension Project EIS and subsequent Modification 1 application, update meetings were 
held with DPHI and other agencies to discuss key project issues, including rehabilitation measures, proposed final landform design, and 
post-mining land uses for the VCM area. Consultation on project changes, including those associated with Modification 1, has occurred 
with relevant stakeholders in accordance with CCC processes and agency engagement protocols. 

The Final Landform and Rehabilitation Plan has been prepared to remain consistent with the Rehabilitation Plan in Appendix 6 of 
Development Consent SSD-7480, while incorporating spatial refinements required to reflect the approved Modification 1 disturbance 
footprint. 

A summary of the consultation completed for rehabilitation at the VCM, including consultation undertaken for Modification 1 and during 
the 2024 and 2025 risk assessment reviews, is provided in Table 13. 

 
Table 13: Stakeholder Consultation for the Rehabilitation Management Plan 

Relevant Stakeholder Consultation Activity/Form of 
Consultation 

Matters discussed and Actions Taken 
in Response 

DPHI • Via the DPHI - Major Projects 
Planning Portal. 

• Review of formal 
documentation. 

• Rehabilitation objectivesd approved 

NSW Mining, Exploration and 
Geoscience 

• Via the DPE - Major Projects 
Planning Portal. 

• Review of formal 
documentation 

Rehabilitation objectivesd approved 

DCCEEW – Water • Via the DPE - Major Projects 
Planning Portal. 

• Review of formal 
documentation. 

•  

Biodiversity & Conservation Division • Via the DPE - Major Projects 
Planning Portal. 

• Review of formal 
documentation. 

•  

Gunnedah Shire Council • CCC meetings and 
presentations. 

•  

Narrabri Shire Council • CCC meetings and 
presentations. 

•  
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5. Final Landform and Rehabilitation Plan  
 

5.1 Final Landform and Rehabilitation Plan – Electronic Copy  
The Final Landform and Rehabilitation Plan (FLRP) has been prepared to show the proposed final land use and final landform at the end 
of the mine life. These plans are generally in accordance with the details of the Vickery Extension Project EIS and Development Consent 
(SSD-7480 as modified in 2025) and incorporate changes to the disturbance footprint associated with Modification 1, including the refined 
rail spur corridor, water pipeline alignments, temporary concrete batching plant, gravel extraction areas, and Blue Vale Road realignment. 

In accordance with clause 12, Schedule 8A of the Mining Regulation 2016, the VCM Final Landform and Rehabilitation Plan has been 
submitted to the NSW Resources Regulator for approval. 

Following approval of the Final Landform and Rehabilitation Plan, this RMP will be amended to substitute the proposed version (Plans 1 
and 2) with the version approved by the NSW Resources Regulator in accordance with clause 11, Schedule 8A of the Mining Regulation 
2016. 
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Figure 6: Vickery Extension Project: Final Landform Features
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Figure 7: Final Landform Contours  
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6. Rehabilitation Implementation  
6.1 Life of Mine Rehabilitation Schedule  
Areas that are disturbed by the VCM will be progressively rehabilitated following mining activities in accordance with Condition A7 of 
Schedule 2 Part A of Development Consent (SSD-7480). Mining and construction operations may be carried out at the VCM for a period 
of 25 years following the date of Development Consent (12 August 2020), with operations currently approved until 12 August 2045.  

Rehabilitation at the VCM will be undertaken progressively, behind advancing open cut or once areas become available for rehabilitation 
with the aim of creating a structurally stable landform capable of sustaining the agreed post-mining land use(s). 

Plans 3A to 3G outline the proposed rehabilitation schedule over the life of the VCM, updated to incorporate the changes approved under 
Modification 1 in 2025, including the refined rail spur corridor, water pipeline alignments, temporary concrete batching plant, gravel extraction 
areas, and Blue Vale Road realignment. Areas of temporary disturbance (e.g. pipeline corridors) will be rehabilitated as soon as practicable 
following construction. 

The VCM Annual Rehabilitation Report and Forward Program will provide further details of activities at the VCM. 

In developing the rehabilitation schedule, several assumptions were made to ensure that rehabilitation is undertaken progressively and 
as soon as reasonably practicable, including: 

• No major changes to mining schedules due to market conditions or other reasons. 
• There are no extreme weather events that will prohibit landform establishment or rehabilitation progression (e.g. severe and 

prolonged dry or wet periods). 
• Temporary disturbance areas will be rehabilitated immediately following construction completion, where practicable; 
• Rehabilitation activities will align with seasonal conditions suitable for revegetation success. 
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Figure 8:LOM Rehab Schedule RMP Commencement 
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Figure 9: LOM Rehab Schedule 2028 
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Figure 10: Life of Mine Rehabilitation Schedule - 2033 
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Figure 11: LOM Rehabilitation Schedule – 2038 
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Figure 12: Life of Mine Rehabilitation Schedule -2043 
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Figure 13: Life of Mine Rehabilitation Schedule - 2048 
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Figure 14: LOM Rehabilitation schedule - 2053 



WHC-PLN-VEP REHABILITATION MANAGEMENT PLAN 

 

Document Owner: VOC Environmental 
Supt 
Document Approver: GOC Environment 
Manager 
Revision Period:3 Years 

Revision:3 

 
 

 Page 45 of 46 

UNCONTROLLED COPY WHEN PRINTED. REFER TO INTRANET FOR LATEST VERSION 
 

6.2 Phases of Rehabilitation and General Methodologies  
The rehabilitation methodologies described in this section have been developed in consideration of the key risks identified at the VCM 
(Section 3). The methodologies are linked to the risk reduction strategies/actions developed to adequately control the individual risk 
items as described in Section 3. 

The final land use objectives will be achieved through a series of rehabilitation phases as defined in the NSW Resources Regulator’s 
(2024) Form and Way: Rehabilitation Management Plan for Large Mines and detailed below. These methodologies apply to all 
disturbance areas within the VCM, including mining domains and temporary disturbance areas introduced under Modification 1 (e.g. 
water pipeline corridors, temporary concrete batching plant footprint, gravel extraction areas, and the refined Blue Vale Road alignment). 
Temporary disturbance areas will be rehabilitated as soon as practicable after use, consistent with the progressive rehabilitation principles 
outlined in Section 6.  

• Active Mining – Land associated with mining domains is considered ‘active’ for the period following disturbance until the 
commencement of rehabilitation. 

• Phase 1: Decommissioning – This phase of rehabilitation includes activities associated with the removal of mining 
infrastructure, unless agreed to be retained, and the removal, remediation or management of contaminated and hazardous 
materials. For temporary disturbance areas (e.g. pipelines, batching plant, gravel pits), decommissioning will occur immediately 
following the end of use. 

• Phase 2: Landform Establishment – This phase of rehabilitation consists of the processes and activities required to construct 
the approved final landform. In addition to profiling the surface of rehabilitation areas to the approved final landform profile this 
phase may include works to construct surface water drainage features, encapsulate problematic materials, and prepare a 
substrate with the desired physical and chemical characteristics. For Mod 1 areas, this may involve reshaping gravel extraction 
areas and re-grading pipeline corridors to natural contours. 

• Phase 3: Growth Media Development – This phase of rehabilitation consists of activities required to establish the physical, 
chemical and biological components of the substrate required to establish the desired vegetation community (including short-
lived pioneer species). This phase may include spreading the prepared landform with topsoil and/or subsoil and/or soil 
substitutes, applying soil ameliorants to enhance the physical, chemical and biological characteristics of the growth media, and 
actions to minimise loss of growth media due to erosion. In temporary disturbance areas, topsoil will be respread promptly 
following landform re-profiling to facilitate early revegetation. 

• Phase 4: Ecosystem and Land Use Establishment – This phase of rehabilitation consists of the processes to establish the 
approved final land use following construction of the final landform. For vegetated land uses this rehabilitation phase includes 
establishing the desired vegetation community (e.g. seeding or tube stocking) and implementing land management activities 
such as weed control. 

• Phase 5: Ecosystem and Land Use Development – This phase of rehabilitation consists of the activities to manage maturing 
rehabilitation areas on a trajectory to achieving rehabilitation objectives, completion criteria and the Final Landform and 
Rehabilitation Plan. Completion criteria for this phase will include components of floristic structure, nutrient cycling recruitment 
and recovery, community structure and function which are the key elements of a sustainable landscape. 

• Phase 6: Rehabilitation Completion – This final phase of rehabilitation occurs where a rehabilitation area has achieved the 
final land use for the mining area as stated in the approved rehabilitation objectives and the approved rehabilitation completion 
criteria and spatially depicted in the approved Final Landform and Rehabilitation Plan. Rehabilitation areas may be classified as 
complete when the NSW Resources Regulator has determined in writing that rehabilitation has achieved the final land use 
following submission of the relevant application by the lease holder. 

The phases listed above, and methodologies (where relevant) are discussed in more detail in the following sub-sections. 

6.2.1 Active Mining Phase 
As stated in Section 6.1, mining activities at the VCM are authorised for a period of 25 years following the date of Development 
Consent (SSD-7480). Accordingly, the following subsections summarise how key aspects of the VCM active mining phase are 
managed and how relevant components may continue into the closure phase. This includes both operational mining domains and 
temporary disturbance areas introduced under Modification 1 (e.g. water pipeline corridors, temporary concrete batching plant, gravel 
extraction areas, and the refined Blue Vale Road alignment). 

a) Soils and Materials  
A number of soil surveys have been undertaken across the Project area, including: 

• Vickery Coal Project Agricultural Resource Assessment (McKenzie Soil Management, 2012); 
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• Vickery Coal Project BSAL Assessment Report (SESL, 2015); and 
• Vickery Extension Project Soil Resource Assessment (SESL, 2018). 

The primary soil types mapped within the Project area are Dermosols and Sodosols, with smaller areas of Anthroposols, Vertosols, Stratic 
Rudosols, Chromosols, Ferrosols, Tenosols, and Kandosols also identified (SESL, 2018). The 2018 assessment also determined the 
land and soil capability of the Project area in accordance with the Land and Soil Capability Assessment Scheme (OEH, 2012), with land 
capability classes ranging from Class II to Class VI. Soil mass balance estimate has been completed and indicates sufficient resource.  

The following management measures will be implemented during the stripping of soils: 

• areas of disturbance will be stripped progressively, as required, to reduce the potential for erosion and sediment generation, and 
to minimise the extent of soil stockpiles and the period of soil storage; 

• prior to stripping a soil assessment will be undertaken as part of the LDP (Land Disturbance Permit) to inform stripping depths 
other management measure; 

• areas of disturbance requiring soil stripping will be clearly defined following vegetation clearing; 
• soil stripping during periods of high soil moisture content (i.e. following heavy rain) will be avoided, wherever practicable, to reduce 

the likelihood of damage to soil structure; and 
• in preference to stockpiling, stripped soil will be directly replaced on completed sections of the final landforms wherever practicable. 

For temporary disturbance areas, this may occur shortly after construction completion to enable early rehabilitation. 

Long-term soil stockpiles will be managed to maintain long-term soil viability through the implementation of relevant management 
practices as listed below: 

• Soil stockpiles will be retained at a height of up to 3 metres, with slopes no greater than 1:2 (V:H) and a slightly roughened surface 
to minimise erosion. Where practicable, temporary stockpiles for short-term disturbance areas will be retained at lower heights 
(approximately ≤2 m) to help maintain biological activity; 

• Soil stockpiles will be constructed to minimise erosion, encourage drainage, and promote revegetation; 
• Ameliorants such as lime, gypsum and fertiliser will be applied to stockpiles where needed to improve the condition of stripped 

soil; 
• All soil stockpiles will be seeded with a non-persistent cover crop to reduce erosion potential as soon as practicable after 

completion of stockpiling; 
• Soil stockpiles will be located in positions to avoid surface water flows. Silt stop fencing will be placed immediately down-slope of 

stockpiles until stable vegetation cover is established; 
• A preliminary soil material balance was developed to determine the quantity of soil available for rehabilitation. The balance 

indicated that approximately 8,681,691 cubic metres of soil will be available for rehabilitation in the VCM mining area. This balance 
is supported by GIS mapping of available and stripped soil resources to facilitate planning and allocation across rehabilitation 
areas; 

• An inventory of soil resources (available and stripped) on the VCM site will be maintained and reconciled annually with 
rehabilitation requirements. This will be supported by QA/QC processes, survey control, and spatial capture systems (e.g. Vulcan, 
GIS) to ensure accurate record keeping and verification of soil movement and placement; and 

• Weed control programs will be implemented on soil stockpiles if required. 

In addition to the management measures outlined above, the following controls have been identified through the VCM Rehabilitation Risk 
Assessment (refer to Section 3 of this RMP) and will be progressively implemented to further strengthen soil resource management and 
reduce material handling risks: 

• A site-wide register will be maintained to record volumes of stripped, stockpiled, and placed topsoil. This will provide traceability 
of soil resources across disturbance and rehabilitation domains and support accurate annual reconciliations; 

• The Life of Mine plan will be updated to integrate soil placement strategies that reduce unnecessary rehandling of topsoil, 
particularly for temporary disturbance areas where early direct replacement is practicable; 

• As part of the rolling five-year budget review, designated topsoil placement locations will be incorporated into emplacement design 
to ensure suitable and accessible storage areas are available close to active disturbance and rehabilitation fronts. This will reduce 
haulage distances and associated greenhouse gas emissions; 

• Mining planning processes will include explicit consideration of topsoil rehandle minimisation. This will be achieved by sequencing 
stripping and placement to align with progressive rehabilitation schedules and emplacement shaping; and 

• The haulage model will be reviewed to assess the feasibility of incorporating soil resources as a distinct material type. This review 
will consider whether haulage distances, cycle times, and fleet utilisation for topsoil movement could be effectively tracked and 
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optimised alongside overburden scheduling. 

b) Flora 

Risks of impacts to flora are avoided, mitigated and managed through the implementation of the VCM LDP.  

The LDP is applied prior to the clearing of any native vegetation and is used to manage the clearing process and to document all 
licensing, safety and management requirements. 

 
The LDP form is a checklist that must be completed for each stage of clearing by key personnel responsible for the clearing activities, the 
relevant technical expert (e.g., Surveyor or Electrical Engineer to confirm no presence of cables, etc.) and signed off by the site’s 
Environmental Officer or a delegate. 
 
The LDP process applies to all disturbance areas, including operational mining domains and temporary disturbance areas introduced 
under Modification 1 (e.g. water pipeline corridors, temporary concrete batching plant, gravel extraction areas, and the refined Blue 
Vale Road alignment). 

An independent ecological expert will undertake regular assessments to confirm that maximum disturbance (in hectares) limits, 
specified for each of the years 5, 10, 15 and 17 is generally consistent with the planned disturbance program for the mine. These 
assessments will incorporate any updated disturbance calculations resulting from Modification 1. 

Vegetation clearance will be undertaken progressively during both construction and operational phases of the VCM to minimise the 
area of exposed ground at any one time. All clearance will be undertaken in a manner consistent with SSD-7480 and EPBC Approval 
2016/7649 requirements, ensuring protection of biodiversity offset commitments and target vegetation communities. 
 
 
Vegetation Clearance Measures 

Progressive vegetation clearing would be undertaken during both construction and operational phase of the VCM. 

Pre-clearance surveys will be undertaken for the Finger Panic Grass in suitable potential habitat between the months of December 
and May. The surveys will be undertaken by an appropriately qualified person. If Finger Panic Grass is identified during the pre-
clearance surveys, the following management measures will be evaluated and applied, where practicable: 

• evaluation of whether the occurrence can be avoided (e.g. modifying a stockpile); 
• further survey work to evaluate the complete extent of the population; 
• collection and propagation of seed/vegetative material for use in revegetation and rehabilitation; and/or 
• conservation of Finger Panic Grass in an offset area or funds towards conservation of Finger Panic Grass in NSW. 

The Winged Peppercress (Lepidium monoplocoides) is a threatened flora species listed as ‘Endangered’ under the BC Act and 
Commonwealth Environment Protection and Biodiversity Act 1999 (EPBC Act), and has been previously recorded at the VCM (Niche 
Environment and Heritage, 2013). Management measures specific to the Winged Peppercress, including seed collection and 
translocation of plants identified within the Approved Mine footprint and monitoring and maintenance of the Winged Peppercress 
Protection Area as detailed in the Biodiversity Management Plan. These measures will be applied to all relevant disturbance areas, 
including those introduced under Modification 1, in accordance with SSD-7480 and EPBC Approval 2016/7649 requirements. These 
measures will be applied to all relevant disturbance areas, including those introduced under Modification 1, in accordance with SSD-
7480 and EPBC Approval 2016/7649 requirements. 

 

Bushfire Risk Management 

Bushfire management measures will include clearing restrictions, controlled grazing where practicable, restricted vehicle movements, fire 
breaks, the use of diesel vehicles, prohibition of smoking and rapid response to any outbreak of fire. These measures apply across all 
operational and temporary disturbance areas, including Mod 1 infrastructure sites. 

Approved Private Haul Road and Kamilaroi Highway Overpass 

The approved private haul road and Kamilaroi Highway overpass will be constructed to minimise the number of mature trees that will 
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be felled. 

 
c) Fauna  

Fauna will be managed at VCM in accordance with the VCM Biodiversity Management Plan and in compliance with relevant fauna 
management requirements under SSD-7480 and EPBC Approval 2016/7649. 

Potential fauna habitat (e.g. logs/hollows) salvaged during pre-clearance surveys will be relocated to the woodland/forest rehabilitation 
areas. Habitat features such as tree hollows, logs and stags will be salvaged from the disturbance areas where possible and provided 
as a habitat resource for fauna. Tree hollows and logs will be selectively chosen for placement in areas where habitat enhancement 
is required. Cleared vegetation from within areas of disturbance will be re-used in the mine rehabilitation program. Pre-clearance fauna 
surveys and salvage operations will be undertaken by suitably qualified personnel, and fauna encounter protocols will be implemented 
to ensure the safe handling and relocation of any fauna identified during clearing. 

 
d) Rock/Overburden Emplacement  

The waste rock emplacement will reach an elevation of approximately 370 m Australian Height Datum, it will include natural landform 
design features such as: 

• Micro-relief (i.e. gently undulating surface typically ranging in elevation by 1 to 2 m) to assist in drainage design that replicates 
natural drainage systems; and 

• Macro-relief (i.e. 10 to 20 m hills similar to those found in the Vickery State Forest) to the top surface of the waste rock emplacement 
to improve the integration of the landform with the surrounding environment and mitigate potential visual impacts. 

Landform shaping will be undertaken progressively to minimise erosion and visual impacts, and to facilitate timely establishment of 
final land use vegetation communities 
 

e) Waste Management  

The approved VCM Waste Management Plan describes the measures that will be implemented to avoid, minimise, reuse and recycle 
all waste streams generated during the construction and operation stages of the VCM. This includes waste classification, segregation, 
and disposal in accordance with SSD-7480 conditions, the Protection of the Environment Operations Act 1997, and other relevant 
regulatory requirement. 

The following waste management strategies will be implemented to ensure waste generated and received at VCM are minimised: 

• Site induction including information regarding the management of waste and correct disposal of waste streams to support 
segregation and recycling occurs where available; 

• Waste storage areas will be appropriately signposted; 
• Appropriate waste receptacles will be made available; 
• Drill wastes will be disposed of in accordance with the relevant approvals. The disposal of drill wastes is subject to obtaining the 

necessary approvals under the EP&A Act and will be disposed of in accordance with that approval; 
• Coal rejects from the Gunnedah CHPP will be managed in accordance with the Vickery Extension Project EIS that describes the 

coal reject disposal strategy. No reject material will be placed within 30 m of the edge of the Western Emplacement, and reject 
material will be covered with at least 5 m of inert material on the outer surfaces of the waste rock emplacement; 

• Waste tyres generated through mining operations may be disposed of within the Western Emplacement in accordance with the 
requirements of Modification 1 and the applicable Environment Protection Licence. Tyres will be placed in accordance with 
approved procedures to ensure geotechnical stability, minimise fire risk, and avoid adverse environmental impacts; 

• No long term storage of any waste; 
• Avoid over-ordering of materials; 
• Procuring alternate products or bulk ordering will be considered to reduce packaging; 
• Regular review of stock levels; 
• Except as permitted in the applicable EPL, specific resource recovery order or exemption under the Protection of the Environment 

Operations (Waste) Regulation 2014, receiving waste at the site for storage, treatment, processing, reprocessing or disposal will 
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not be undertaken. 

f) Geology and Geochemistry  

The VCM is located within the Gunnedah Basin, which contains sedimentary rocks, including coal measures, of Permian and Triassic 
age. 

The VCM coal resource is located within the Maules Creek sub-basin of the Early Permian Bellata Group. The target coal seams are 
contained within the Maules Creek Formation. The Maules Creek Formation is the primary coal bearing unit and consists of 
conglomerate, coal, lithic sandstone and mudstones. 

The Geochemistry Assessment prepared by Geo-Environmental, concluded that the majority of the overburden and interburden 
generated from the VCM will generally be expected to have a low sulfur content and be non-acid forming (NAF). 

Coal rejects will be managed in accordance with the Coal Reject Disposal Strategy as described in the Vickery Extension Project EIS. 
Dewatered coal rejects would be co-disposed with waste rock and would not be placed within 30 m of the edge of the western 
emplacement, and reject material would be covered with at least 5 m of inert material on the outer surfaces of the waste rock 
emplacement. 

Reject material will be periodically sampled during the mine life to confirm geochemical characteristics and to enable the reject disposal 
strategy to be adjusted as necessary. 

 
g) Material Prone to Spontaneous Combustion  

Spontaneous combustion events have the potential to give rise to odour emissions. Based on geotechnical and operational experience 
from previous mining in the vicinity of the VCM (e.g. the former Canyon Coal Mine), the risk of spontaneous combustion at the VCM 
is considered low. 

Nevertheless, preventative measures will be implemented to minimise the potential for spontaneous combustion. These include mine 
planning to limit exposure of potentially reactive material, early covering of exposed coal or carbonaceous material, risk identification 
and assessment as part of the operational risk register (refer Section 3), and regular inspection to identify potential hot spots. 

If any spontaneous combustion is detected, responsive measures such as material isolation, rehandling, and covering with inert 
material will be undertaken in accordance with site procedures. 

 
h) Material Prine to Generating Acid Mine Drainage  

A small quantity of overburden was identified as containing increased sulfur concentrations but with low acidic generating capacity. 
These materials are anticipated to produce acid conditions only if left exposed to the atmosphere for a number of years. 

Some interburden material (typically mudstone) was identified as containing increased sulfur concentrations and higher acid 
generating capacity. During mining, this material will be blended with NAF material during excavation, transport, and placement to 
reduce its acid generating potential. 

The rejects material is typically expected to be NAF. However, a small proportion may have very low acid neutralising capacity and be 
classified as potentially acid forming (PAF). Due to the low total sulfur content, any PAF coal rejects are expected to have a low 
capacity to generate acid. Rejects are tested annually for PAF.  

Management measures for PAF material include encapsulation within NAF material and placement away from surface water drainage 
lines, consistent with the Coal Reject Disposal Strategy (refer Section e) Waste Management). 

If low pH conditions or elevated metal concentrations are identified through surface water monitoring, an investigation will be 
undertaken in accordance with site procedures to determine the cause. Where monitoring indicates a potential link to VCM activities, 
remedial measures such as material rehandling, capping with inert material, or targeted water treatment will be implemented. 

The Water Management Plan (WMP) has been developed for the VCM in consideration of the requirements of an EPL and relevant 
Development Consent (SSD-7480) conditions for the VCM. The WMP includes a comprehensive monitoring program that will enable 
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the detection of poor-quality water, and exceedance of trigger values in the Trigger Action Response Plans (TARPs) will initiate an 
investigation to assess whether the identified exceedance has been caused by the VCM. 

 
i) Ore beneficiation waste management (reject and tailing disposal) 

Until the VCM CHPP, train load-out and rail spur infrastructure reach full operational capacity, the Approved Road Transport Route will 
continue to be used for transport of VCM ROM coal to the Gunnedah CHPP. 

Transport of run-of-mine coal from the VCM and Tarrawonga Coal Mine to the Gunnedah Coal Handling and Preparation Plant (CHPP) will 
continue by public road haulage during the initial years of operation, until such time as the approved Vickery CHPP and rail spur are 
constructed and commissioned. In accordance with Development Consent SSD-7480, combined road haulage of ROM coal from VCM and 
Tarrawonga must not exceed 3.5 Mtpa during this interim period. Following commissioning of the Vickery CHPP and rail spur, all product 
coal transport will occur by rail, other than small volumes for local customer deliveries.  

The potential risks associated with coal rejects (coarse and fine) generated by the processing of ROM coal from the VCM were assessed as 
part of the Geochemistry Assessment undertaken by Geo-Environmental. 

During the interim haulage phase, rejects generated from processing VCM ROM coal at the Gunnedah CHPP will be managed and disposed 
of in accordance with Gunnedah CHPP procedures and approvals. Once the VCM CHPP is operational, rejects will be co-disposed with 
waste rock in the Western Emplacement, in line with Section e) Waste Management and Section h) Material Prone to Generating Acid Mine 
Drainage. 

j) Erosion and Sediment Control 

The site sediment and erosion control system will be managed through the Water Management Plan (WMP) developed for the VCM, in 
accordance with SSD-7480 conditions, Environment Protection Licence requirements, and relevant guidelines (e.g. Managing Urban 
Stormwater: Soils and Construction, Landcom). The sediment and erosion control system will be reviewed at least annually, after significant 
rainfall events, and whenever changes in mine staging or disturbance layout occur. 

The operational sediment and erosion control works will be retained and maintained during initial rehabilitation. Following the 
establishment of self-sustaining, stable final landforms, key elements of the operational sediment control structures will either be removed 
or retained where agreed with the relevant government agencies and landholders. For example, sediment dams may be retained for 
agricultural purposes or as passive water control storages, provided they meet the approved final land use and rehabilitation completion 
criteria. 

k) Ongoing Management of Biological Resources for Use in Rehabilitation 

Biological resources such as native seeds and habitat features (stag trees, fallen logs, and large flat rocks) will be managed to ensure 
their viability for use in progressive rehabilitation works. These resources will be identified and salvaged during pre-clearance surveys 
(refer Sections b) Flora and c) Fauna) and stored in accordance with the VCM Biodiversity Management Plan, SSD-7480 conditions, 
and EPBC Approval requirements. 

Management measures include, but are not limited to: 
• Weed control at the point of salvage, during storage, and prior to deployment into rehabilitation areas to prevent the introduction 

or spread of weed species; 
• Effective storage practices appropriate for each resource type (e.g. cool, dry storage for seeds; stable placement for habitat logs); 
• Use of local provenance seed where practicable, to maintain the genetic integrity of target native vegetation communities; 
• Regular inspections (at least quarterly) to assess the condition of stored resources and undertake any necessary maintenance; 

and 
• Integration of resource deployment into the rehabilitation staging plan to ensure materials are used in the earliest suitable phase 

for maximum ecological benefit. 

l) Mine Subsidence 

No subsidence impacts will occur as a result of the operations planned at the VCM, as mining operations are open cut. 

m) Management of Potential Cultural and Heritage Issues 
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Aboriginal heritage is managed in accordance with the Aboriginal Cultural Heritage Management Plan (ACHMP), which was developed 
in consultation with Registered Aboriginal Parties (RAPs) and Heritage NSW and approved under SSD-7480. 

The ACHMP outlines procedures for heritage site protection, monitoring, and, where necessary, mitigation prior to and during ground 
disturbance. These procedures will be implemented throughout the life of the VCM, including during progressive rehabilitation and 
decommissioning, to ensure heritage values are preserved. 

Engagement with RAPs will be maintained throughout the life of the VCM, including participation in annual reviews of the ACHMP, site 
inspections as required, and consultation as part of detailed mine closure planning to ensure final landforms and post-mining land uses 
are culturally appropriate and consistent with agreed outcome. 

n) Exploration Activities  

Exploration within the VCM mining area has been conducted since the 1970s, with approximately 1,400 exploration holes investigated 
to date. Whitehaven has also conducted three ground magnetic surveys to evaluate various geological features. 

During the life of the VCM, exploration activities will continue to be conducted in the Development Application area. Exploration activities 
will be undertaken in accordance with the requirements of the Exploration Code of Practice: Rehabilitation (NSW Resources Regulator, 
2021b) and relevant mining lease conditions, with all disturbance minimised and rehabilitated progressively in accordance with this RMP. 
Exploration site rehabilitation will ensure sites are stable, non-polluting, and consistent with the approved final land use. 

6.2.2 Decommissioning  
 
The Decommissioning Phase encompasses all works required to prepare land for rehabilitation, including the decommissioning and 
removal of infrastructure, services, and facilities in accordance with SSD-7480 requirements. 

Under the current approved final land use, all surface infrastructure at the VCM will be removed at mine closure. Decommissioning, 
demolition, and removal of infrastructure from the mine site will generally be undertaken during the mine closure phase. Where feasible, 
decommissioning of redundant infrastructure may occur progressively during operations to support earlier rehabilitation outcomes. 

If, during mine closure planning, retention of specific infrastructure is proposed by landowners or stakeholders, this would only occur 
following agreement with the relevant regulatory authority and completion of a detailed risk assessment and approvals process. 

Decommissioning works will be undertaken in accordance with SSD-7480, Mining Lease conditions, and relevant legislation. Activities 
will be planned and documented to ensure all required approvals are in place prior to commencement. Further detail regarding demolition 
and decommissioning activities will be determined as the operation approaches closure, reported in the Forward Program, and 
summarised in the Annual Rehabilitation Report. 

As identified in the May 2025 Rehabilitation Risk Assessment, the key decommissioning risk is public safety hazards associated with 
retained infrastructure and legacy areas from former mining activity (e.g. dams, site services, rail infrastructure). While current planning 
is based on the removal of all surface infrastructure, if any retention is considered in future, the following controls and actions will be 
implemented to ensure retained items are safe and compliant: 

• Closure standard requiring early agreements to satisfactorily manage any residual liability risks to Whitehaven where infrastructure 
is retained; 

• Completion of a final land use assessment, risk assessment, and opportunities analysis prior to closure; 
• Installation and maintenance of gates, signage (including highwall fencing), and security cameras where appropriate; 
• Integrity testing of all retained structures prior to relinquishment; 
• Identification of all possible post-mining land users to ensure continuous occupation and reduce unauthorised access risk; and 
• Completion of a public safety risk assessment prior to mine closure. 

a) Site Security  

Site security measures will be implemented during and following the decommissioning process to prevent access by members of the 
public and secure rehabilitation areas, including any heritage places or objects and any and any infrastructure items retained in 
accordance with future approved agreements. Site security measures include: 

• site sign-in and induction processes for all authorised visitors and contractors; 
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• maintenance of existing security fences, gates, and signage; 
• restricted offroad access to rehabilitated areas; 
• Installation of security cameras in key locations as required; and 
• Integrity testing and secure fencing around any retained infrastructure.  

b) Infrastructure to be removed or demolished  

Under Condition B107 Schedule 2 Part B of Development Consent (SSD-7480), Whitehaven is required to decommission and remove 
surface infrastructure at the VCM. Whitehaven is also required to decommission structures over the Kamilaroi Highway. 

The priority will be to dismantle fixed equipment and infrastructure for removal from site and re-use at another location, or for recycling. 
Non-salvageable/non-recyclable infrastructure will be disposed of at suitable off-site disposal areas, or on-site, subject to demonstration 
that no land contamination risk will be posed and relevant approvals are obtained. 

c) Buildings, Structures and Fixed Plant to be Retained 

Infrastructure will only be retained post-mining where this is proposed during mine closure planning, agreed with the relevant regulatory 
authority and landowners, and supported by a detailed risk assessment and approvals process. 

d) Management of Carbonaceous/Contaminated Material 

Potential land contamination risks from the VCM include leaks/spills, fires and explosions associated with the transport, storage and use 
of hydrocarbons and chemicals. 

General measures to reduce the potential for contamination of land will include the following: 

• Contractors that transport dangerous goods to and from site will be appropriately licensed in accordance with the provisions of the 
Australian Code for the Transport of Dangerous Goods by Road and Rail (National Transport Commission, 2014) (or its latest 
version); 

• On-site consumable storage areas will be designed with appropriate bunding; and 
• Fuel and explosive storage areas will be regularly inspected and maintained. 

e) Hazardous Materials Management 

Prior to commencing any demolition of the structures on site, a hazardous material survey will be undertaken to assess the potential for 
lead paints and asbestos-containing material within building structures to allow management/removal actions to be appropriately 
implemented. 

Hazardous and explosive materials will be transported and stored on-site in accordance with the NSW Work Health and Safety Act 2011 
and supporting Work Health and Safety Regulation 2017, the Work Health and Safety (Mines and Petroleum Sites) Act 2013 and the 
supporting Work Health and Safety (Mines and Petroleum Sites) Regulation 2014, as well as the NSW Explosives Act 2003 and 
supporting Explosives Regulation 2013. 

A number of hazard control and mitigation measures are described in management plans for the VCM (e.g. Blast Management Plan and 
Water Management Plan). Additional measures will be developed to mitigate potential waste and bushfire hazards. 

f) Underground Infrastructure 

VCM is an open cut mine, subsequently there is currently no underground infrastructure. 

6.2.3 Landform Establishment 
The following subsection details the key characteristics of landform establishment at the VCM in accordance with the design of the Final 
Landform and Rehabilitation Plan (Section 5). 

a) Water Management Infrastructure 
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Water management structures will be established during the construction and operational phase of the VCM. Wherever possible, water 
management structure will be established in locations where they can remain for the life of the mine, however in some cases water 
management structures will be temporary, and will need to be relocated (e.g. as the open cut and waste emplacement are progressively 
developed and rehabilitated). 

Following closure, the two mine water dams and three coal contact water dams will be removed and the area rehabilitated to land suitable 
for cattle grazing, consistent with the existing Agricultural Suitability of these areas (i.e. Class 3 and 4 Agricultural Suitability Land). 

Following the establishment of self-sustaining, stable final landforms, key elements of the operational sediment control structures will be 
removed unless otherwise agreed with the relevant government agencies and landholders (e.g. the sediment dams may be retained for 
agricultural purposes or as passive water control storages). 

Elements of the final landform such as constructed channels will be shaped, as much as practical, to undulating profiles in keeping with 
natural landforms of the surrounding environment. Water management structures will be designed to collect surface runoff from 
rehabilitation or disturbed areas. 

Final water management structures and areas to be retained post-mining (e.g. creek diversions, drainage channels, and any agreed sediment 
storages) are shown in Plan 1 and have been refined in accordance with the 2024 Modification and detailed design approvals. 

To mitigate the risk of insufficient suitable rock for drainage and water management structures, assessments of rock quality and quantity 
will be undertaken during operations. Material balances will include specific provisions for sourcing and allocating suitable rock for the 
construction of long-term water management structures. 

b) Final Landform Construction: General Requirements 

The final landform has been designed to integrate with the surrounding natural landforms (i.e. Vickery State Forest), including 
consideration of elevation, slope and drainage. The final landform has been constructed to include the following: 

• A waste rock emplacement incorporating natural landform design features (i.e. micro-relief and macro-relief) that reflect 
characteristics of the topography found in the adjacent Vickery State Forest (e.g. elevated landforms with steeper slopes in some 
areas relative to the surrounding plains); 

• Drainage features designed to be stable in the long-term; 
• Rehabilitated infrastructure areas that are flat and contiguous with the surrounding agricultural areas; and 
• Landforms shaped using best-practice geomorphic design principles, as adopted through Modification 1, to improve drainage, 

reduce erosion risk, and better reflect natural topography. 

To address the risk of inadequate landform design, quality assurance and quality control (QA/QC) processes will be extended to include 
the design phase for final landform development. This will ensure that hydrological modelling, geotechnical studies, reject emplacement 
considerations, erosion modelling and final void design are integrated into the landform design process. 

c) Final Landform Construction: Reject Emplacement Areas and Tailings Dams 

Reject Emplacement Areas: 

• Waste rock (including overburden and interburden) would be placed in the Western Emplacement and within the footprint of the 
open cut void; 

• Dewatered coal rejects from the Gunnedah CHPP would be co-disposed with waste rock. No reject material would be placed 
within 30 m of the edge of the Western Emplacement, and reject material would be covered with at least 5 m of inert material on 
the outer surfaces of the waste rock emplacement; 

• Reject placement and cover requirements will follow updated geochemical assessment and encapsulation protocols; 
• Reject material would be periodically sampled during the mine life to confirm geochemical characteristics and to enable the reject 

disposal strategy to be adjusted as necessary; and 
• To minimise the risk of adverse geochemical or chemical composition within the final landform, the following measures will be 

implemented: (i) annual rehabilitation planning will include reference to stripping, placement and management of hostile materials; 
(ii) record-keeping systems for material placement will be reviewed to ensure traceability of material types; (iii) geochemical 
assessments will be periodically reviewed and compared against the Life of Mine (LOM) plan; and (iv) annual rehabilitation 
planning will document material types and their management requirements. 
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Tailings Dams: 

Vickery Coal Mine does not construct or operate a tailings storage facility. Coal rejects are dewatered at the Gunnedah CHPP and 
returned to Vickery for co-disposal within waste rock emplacements under encapsulation and cover protocols. 

Drainage Design: 

• Micro-relief will be integrated into the waste rock emplacement to direct runoff into vegetated drainage paths, and improve the 
geotechnical performance, stability and hydrological function of the final landform. 

• The vegetated drainage paths will be designed to minimise flow velocities and located to minimise the overall slope of the drainage 
path.  

• The drainage paths will be developed in consideration of length, slope, reporting catchment area and final land use. 
• The drainage paths will meander between macro-relief (i.e. 10 to 20 m hills similar to those found in the Vickery State Forest) 

along the top of the waste rock emplacement and down the waste rock emplacement batters. 
• Larger drainage paths will flow into sediment dams (adjacent to the waste rock emplacement) constructed to manage runoff on 

part of mine operations. This will provide an opportunity to allow for flow velocities to decrease before flowing to the surrounding 
environment. 

Revegetation: 

The waste rock emplacement will be revegetated with native tree, shrub and grass species, between the native vegetation in the Vickery 
State Forest and the Namoi River. 

 

d) Final Landform Construction: Final Voids, Highwalls and Low Walls 

Geomorphic Design Principles: 

• The mine plan for the VCM allows for progressive emplacement of waste rock within the footprint of the open cut; 
• The final landform will include a rehabilitated final void with a depth of approximately 235 m below the pre-mining surface level; 
• The existing Blue Vale final void will also remain in the final landform; 
• The final void within the perimeter bund will be bounded by highwalls on its eastern, northern and southern sides, with shallower 

slopes (i.e. 10 to 15 degrees) on the western side; and  
• The highwalls for the final voids will be designed to be geotechnically stable in the long-term. If required, additional works will be 

undertaken following the completion of mining to improve their long-term geotechnical stability. 

Final Void Surface Water and Groundwater Inflows: 

• Once mining operations cease, groundwater inflows to the final void will no longer be collected and pumped out, and as a result, 
it will gradually begin to fill with water; 

• Water in other on-site operational storages may also be transferred to the final void to facilitate decommissioning and rehabilitation; 
• Inflows into the final void will comprise groundwater and incident rainfall runoff within the final void catchment area. The catchment 

area of the final void will be defined by a permanent perimeter bund; 
• Surface water inflows will be minimised through the geomorphic landform design adjacent waste emplacements, consistent with 

Modification 1; 
• The final void water recovery analyses include simulations of the long-term salinity of the final void waterbody. Salinity is expected 

to increase through accumulation of salt, primarily from groundwater inflows, and evaporation from the final void lake; 
• Water quality in the final void will be monitored against predictive modelling, with adaptive management measures implemented 

if salinity or water chemistry diverges from forecast values; and 
• Following closure, any water in the Blue Vale final void will be removed (e.g. transferred to the VCM final void) and the Blue Vale 

final void rehabilitated consistent with existing rehabilitation condition (i.e. rehabilitated to grassland). 

e) Construction of Creek/River Diversion Works 

The up-catchment diversion system associated with the catchments reporting to the final voids will be permanent structures that will 
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remain post-mining and not require rehabilitation. 
 

6.2.4 Growth Medium Development  
In the context of this RMP, growth medium development encompasses activities to reinstate soils with the initial physical, chemical and 
biological characteristics required to establish the desired vegetation community. 
 
Characterisation 
To characterise the growth media at Vickery, a comprehensive soil assessment process is undertaken consistent with methodologies 
applied across Whitehaven’s Gunnedah Basin operations. This process involves field sampling and laboratory testing of topsoil, subsoil, 
and overburden materials to determine their physical, chemical, and biological properties, including pH, electrical conductivity, texture, 
nutrient status, and potential for sodicity or salinity issues. Soil horizons are described in the field and representative samples are analysed 
to assess suitability for rehabilitation use or identify constraints. Where characterisation indicates limitations (e.g. low nutrient levels, 
adverse pH, structural instability, or salinity risk), ameliorants such as lime, gypsum, organic matter, fertilisers, and mulch may be applied. 
These strategies are designed to correct chemical imbalances, improve soil structure, enhance biological activity, and increase the 
capacity of the growth medium to support establishment of the approved post-mining vegetation communities. The soil assessment also 
provides practical guidance on soil stripping and amelioration, including recommended stripping depths, selective handling of soil 
horizons, and ameliorant application rates, which informs operational planning and ensures that soil resources are optimally managed 
for rehabilitation outcomes. 
 
Topsoil Respreading and Amelioration 
Topsoil will be spread onto areas requiring rehabilitation to a nominal depth of approximately 0.2–0.3 m for areas rehabilitated to native 
woodland/forest, and approximately 0.9 m for areas rehabilitated to land suitable for agricultural uses (to be refined during the VCM life 
based on operational experience). Soil testing results will guide the application of ameliorants. Soil spreading, ameliorant addition, 
fertiliser application and seeding will be sequenced as consecutive operations to minimise erosion risks. 

Erosion and Sediment Controls 
During and after topsoil placement, temporary erosion and sediment controls will be installed (e.g. surface roughening, contour banks, 
silt fencing, mulching, and non-persistent cover crops) to protect exposed substrates from surface water runoff and wind erosion until 
vegetation establishes. 

Mechanical Treatments 
Mechanical treatments such as deep ripping, contour ripping, or harrowing will be used to improve water infiltration, break up compaction, 
incorporate ameliorants, and provide an adequate seedbed for vegetation establishment. Ripping will generally be carried out on the 
contour to limit erosion and surface water concentration. 

Seed Bed Preparation 
Seedbed preparation will include contour ripping and roughening to promote water infiltration and seed capture. For tree 
planting/tubestock areas, tree mounds will be prepared in advance to allow settlement, improve soil moisture capture, and enhance 
survival. 

Weed Control 
Weed management will be integrated into growth medium development. This will include treatment of stockpiled soils before respreading, 
pre-stripping weed management in disturbance areas, and monitoring and treatment of rehabilitation areas until self-sustaining vegetation 
cover is established. 

Seasonal Considerations 
Rehabilitation scheduling is aligned with both long-term seasonal patterns and short-term weather forecasts to support effective substrate 
preparation. Based on historic rainfall and evaporation data, the optimal window for growth medium placement is between February and 
July, when moisture conditions are most favourable for soil handling and revegetation. 

To reduce the risk of erosion, compaction, or ineffective ameliorant uptake: 

• Short-term weather forecasts (7–14 days) from the Bureau of Meteorology (BoM) are reviewed regularly by the site environmental 
team; 

• Topsoil and subsoil spreading is timed to coincide with stable, moderate conditions to enhance moisture retention; and 
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• During forecasted periods of extreme dryness or heavy rainfall, growth medium activities are delayed to minimise risk of 
rehabilitation failure. 

Management under Adverse Conditions 
If adverse conditions (e.g. drought, extreme rainfall) delay vegetation establishment, contingency measures such as temporary mulching, 
dust suppression, re-seeding, or erosion control works will be implemented to protect the substrate, minimise dust generation and prevent 
erosion. 

Habitat Augmentation 
To enhance habitat value where required by approved rehabilitation objectives, structures such as salvaged tree hollows, logs, coarse 
woody debris, and constructed ponds may be incorporated into rehabilitated areas to support fauna recolonisation and ecological function. 

6.2.5 Ecosystem and Land Use Establishment  
In the context of this RMP, ecosystem and land use establishment includes activities to establish the desired floristic composition (species 
diversity and density), pasture cover, and habitat features required to achieve the approved post-mining land uses. This phase 
incorporates initial management actions such as weed and pest control, seed and tubestock establishment, and the return of habitat 
features, with the objective of progressing rehabilitated areas to self-sustaining communities that support both grazing and biodiversity 
outcomes. 

Revegetation activities (for both agricultural and native ecosystem areas) will be planned and scheduled following landform shaping, 
growth media placement, and drainage construction. Works will be timed to coincide with favourable seasonal conditions to maximise 
establishment success (e.g. late autumn or early spring when soil moisture is adequate). 

Agricultural – Grazing Establishment 
 

Agricultural land will be established over areas designated for post-mining grazing, consistent with the Agricultural Suitability of Class 3 
or 4 land. These areas will be prepared with a nominal soil profile depth of approximately 0.9 m (refined based on operational experience) 
to provide a suitable root zone. 
 
Establishment Methods: 
 

• Pasture mixes will include perennial grasses and legumes suitable for cattle grazing, with cover crops (e.g. cereals) used for rapid 
stabilisation, erosion control, and weed suppression during early establishment; 

• Seed will be sourced from verified suppliers, with documentation of species composition, provenance, and viability testing where 
possible; 

• Soil amelioration (e.g. fertiliser, lime, gypsum) will be applied where soil assessments indicate nutrient deficiencies or chemical 
constraints; 

• Mechanical treatments such as contour ripping or harrowing will be undertaken to maximise water infiltration and provide an 
adequate seed bed; 

• Weed and pest control will be applied prior to sowing and during establishment to minimise competition and grazing pressure; and 
• Seasonal timing will be considered to ensure sufficient soil moisture for germination and growth. Supplemental watering may be 

applied if required during extended drought conditions. 

Pasture establishment will be monitored through annual rehabilitation monitoring programs, with corrective actions (e.g. re-seeding or 
re-application of ameliorants) applied where performance criteria are not met. 

Native Ecosystem Establishment 
 
In accordance with SSD-7480 (as modified), areas designated for native ecosystem rehabilitation will be established with vegetation 
communities consistent with the Biodiversity Offset Strategy, specifically: 

• PCT 81 – Western Grey Box Woodland; 
• PCT 101 – Poplar Box Woodland on Alluvial Clay Soils; and 
• PCT 592 – Narrow-leaved Ironbark – Cypress Pine – White Box Shrubby Open Forest. 

Establishment Methods: 
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• Revegetation will be undertaken using a combination of direct seeding (broadcast or seed drill) and tubestock planting, 
supplemented with cover crops for soil stabilisation and microclimate improvement; 

• Species composition will include groundcovers, herbs, shrubs, and canopy trees, incorporating both pioneer species for rapid 
establishment and long-lived species for structural development; 

• Seed sourcing will prioritise local provenance, with documentation of viability, provenance, and handling reviewed before use; 
• To manage risks associated with seed viability and dormancy, seed storage methods will follow best-practice guidelines, and seed 

mixes will be periodically reviewed against monitoring data to identify gaps in species recruitment. Supplementary seeding or 
planting will be implemented where diversity is deficient; 

• Tubestock planting will be supported by nursery production, hardening procedures, and planting during favourable seasonal 
windows. Guards or exclusion fencing will be installed where grazing pressure may affect establishment; 

• Soil amelioration will be applied based on soil characterisation and site-specific needs; and 
• Habitat features such as salvaged logs, rocks, and woody debris will be placed in rehabilitated areas to augment fauna habitat 

and ecosystem complexity. 

Weed and pest control will be implemented through scheduled programs and inspections, while seed and vegetation performance will 
be tracked through the Annual Rehabilitation Monitoring program. Corrective actions such as reseeding or adjusting species mixes will 
be implemented where monitoring identifies deficiencies. 

6.2.6 Ecosystem and Land Use development  
The ecosystem and land use development phase encompasses the ongoing management of rehabilitated areas to ensure they are on a 
clear trajectory towards the approved final land use outcomes and achievement of the rehabilitation completion criteria (Section 4). This 
phase includes the transition of juvenile vegetation and pasture communities into resilient, self-sustaining ecosystems capable of 
supporting the agreed post-mining land uses. Monitoring and adaptive management (Sections 8 and 10) will guide interventions to 
address any performance shortfalls. 

Key activities in the ecosystem and land use development phase include: 
• rehabilitation monitoring (Section 8); 
• assessment of rehabilitation performance against completion criteria and reference sites; 
• rehabilitation maintenance including ongoing: 

o weed and feral animal control; 
o erosion control work maintenance; 
o maintenance fertilizing and re-seeding or re-planting (where required);  
o repair of fence lines, access tracks and other general related land management activities; and 
o intervention and adaptive management (Section 10). 

Agricultural Land (Grazing) Development 

Areas designated for grazing will be managed to establish stable and productive pastures consistent with Class 3–4 Agricultural Suitability 
Land. During the early phases of establishment, livestock will be excluded to avoid overgrazing and trampling, allowing groundcover to 
consolidate. A minimum level of vegetative cover will be maintained to protect against erosion and dust generation, with reseeding or 
oversowing of perennial pasture species undertaken where groundcover becomes sparse. Periodic soil testing will guide the application 
of fertilisers or other ameliorants to sustain soil fertility, and management practices will be coordinated with adjacent landholders to ensure 
pasture composition and productivity are consistent with regional grazing systems. 

Native Ecosystem Development 

Rehabilitation areas targeted for woodland and forest ecosystems will be managed to transition from early-stage seeding and planting 
into mature, self-sustaining vegetation communities. Monitoring will track floristic diversity and structural development across 
groundcover, mid-storey and canopy layers, with supplementary seeding or tubestock planting implemented if key species fail to 
establish. Weed control programs will be maintained to suppress invasive species and protect native recruits, while pest management 
measures such as exclusion fencing, baiting or trapping will be used to minimise grazing pressure from pest animals. Salvaged materials 
including logs, tree hollows, rocks and coarse woody debris will be redistributed to enhance habitat complexity and encourage faunal 
colonisation. Progress will be assessed against completion criteria and ecological benchmarks to demonstrate the functionality of the 
rehabilitated ecosystems. 

Seasonal and Environmental Considerations 
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Establishment and development activities will take account of seasonal conditions, including:  

• timing reseeding and planting to coincide with favourable rainfall periods;  
• using cover crops to stabilise soil surfaces during drought or prolonged bare periods; 
• supplementary irrigation or dust suppression during extreme dry spells where practical; and  
• delaying stock return to agricultural domains if groundcover has not met minimum thresholds. 

Weed and Feral Animal Control of Rehabilitation Areas 

Weed management practices adopted include: 

• ongoing visual assessments and annual weed monitoring; 
• application of herbicides where required to control weed infestations; 
• recording and controlling any occurrences of Class 4 noxious weeds in accordance with the Narrabri Shire Council 

management plan; 
• restriction of grazing and vehicular traffic to minimise spread of weeds; and 
• liaison with the North West Local Land Services (LLS) and adjacent landowners. 

Controls in place to minimise the impact and potential for feral animal infestation include: 

• Ongoing visual observations of feral animal activity including inspections for all the nominated vertebrate pests will be 
conducted in conjunction with the Biodiversity Management Plan and Rehabilitation Monitoring Program. 

• Liaison with adjoining landholders and the North West LLS, and participation with any local landholder and/or North West LLS 
vertebrate pest control programmes. Pest control actions may include 1080 poison baiting for European Rabbits, Feral Pigs 
and European Red Foxes, and the trapping of Feral Pigs. 

6.3 Rehabilitation of Areas Affected by Subsidence  
Not applicable – VCM is an open cut only and therefore there are no areas subject to underground mining subsidence 

. 

7. Rehabilitation Quality Assurance Process  
 
A Rehabilitation Quality Assurance Process will be implemented which details rehabilitation, key actions and/or processes nominated 
for each phase throughout the life of the operations to ensure that: 

• Rehabilitation is implemented in accordance with the nominated methodologies; 
• Identified risks to rehabilitation are adequately addressed before proceeding to the next phase of rehabilitation; and 
• Rehabilitation is completed to the standard required to achieve the applicable completion criteria. 

The Rehabilitation Quality Assurance Process will measure how the requirements of this RMP have been met and will document the 
rehabilitation evidence used for assessing against the completion criteria. The Rehabilitation Quality Assurance Process will be 
integrated into day to day operations at the VCM and implemented throughout the life of the operation, including into closure until 
rehabilitation relinquishment has been achieved. The Rehabilitation Quality Assurance Process is outlined in Table 14. Rehabilitation 
validation monitoring is undertaken as described in Section 8.
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Table 14: Rehabilitation Quality Assurance Program 

Rehabilitation Phase Domain Quality Assurance Actions and Processes Responsibilities for 
Implementation 

Method for Documenting and 
Recording Processes 

Active Mining 
Domain 5 
Active Mining Area 
(Open Cut Void) 

• Documentation of pre-clearance surveys. 
• Resource salvage records (e.g. soil, rocks and habitat 

trees). 
• Records of competent personnel for active mining and 

rehabilitation. 
• Soil testing. 

HSE personnel and Production 
Department 

• Inspections and 
documentation. 

• Pre clearance records 
• Soil tracking register 

Decommissioning 

All Mining 
Domains 

• Infrastructure Decommissioning Strategy. 
• Contaminated land assessment. 
• Hazardous material assessment. 
• Removal of waste. 

HSE personnel 

• Annual Rehabilitation Report 
and Forward Program. 

• Annual Review. 
• Inspections and 

documentation. 
• Validation report. 

Domain 1 
Infrastructure Area 

• Infrastructure Decommissioning Strategy. 
• Inspections and demolition reports. 

HSE personnel 
• Demolition report. 

• Inspections and documents. 
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Rehabilitation Phase Domain Quality Assurance Actions and Processes Responsibilities for 
Implementation 

Method for Documenting and 
Recording Processes 

Decommissioning 
(Continued) 

Domain 3 
Water 
Management 

• Water quality monitoring. 
• Hydraulic and hydrologic modelling. 
• Retained water infrastructure assessed. 

HSE Team 

• Annual Rehabilitation Report 
and Forward Program. 

• Annual Review. 
• Consultation records. 
• Modelling reports. 
• Monitoring reports. 
• Survey. 
• Validation reports. 

Domain 4 
Overburden 
Emplacement 
Area 

• Contaminated land assessment. 
• Monitoring and assessment of final landform. 

Mine rehabilitation closure 
team 

 

• Demolition report. 

• Inspections and documentation 
 

Domain 8 
Other 
(Topsoil Stockpile 
Areas) 

• Infrastructure Decommissioning Strategy. 
Mine rehabilitation closure 
team 

 

• Demolition report. 

• Inspections documents. 
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Rehabilitation Phase Domain Quality Assurance Actions and Processes Responsibilities for 
Implementation 

Method for Documenting and 
Recording Processes 

Landform Establishment All Final Land Use 
Domains 

• Final landform topographic survey. 
• Landform erosion modelling. 
• Surface water quality monitoring. 
• Groundwater quality monitoring. 
• Erosion and sediment control monitoring. 
• Geotechnical assessment of stability. 
• Photographic monitoring of rehabilitation landforms. 
• Visual monitoring. 

Mine rehabilitation and 
closure team 

• Expert assessment 
reports. 

• Inspections and 
documentation. 

• Validation reports. 
• Survey. 

Growth Medium 
Development 

All Final Land Use 
Domains 

• Supervision of topsoil spreading. 
• Visual and photographic monitoring. 
• Tracking and review of topsoil balance. 
• Soil chemistry analysis. 
• Erosion and sediment control monitoring. 

HSE team • Annual Rehabilitation 
Report and Forward 
Program. 

• Annual Review. 
• Inspections and 

documentation. 
• Monitoring reports. 

Ecosystem and Land 
Use Establishment 

Domain A 
Native Ecosystem 

• Analysis of ecosystem function. 
• Landscape Function Analysis (LFA). 
• Surface water quality monitoring. 
• Groundwater quality monitoring. 
• Visual and photographic monitoring. 

HSE team • Annual rehabilitation Report 
and Forward Plan 

• Annual Review. 

• Inspections and 
documentation. 

• Monitoring reports. 

 
 

Rehabilitation Phase Domain Quality Assurance Actions and Processes Responsibilities for 
Implementation 

Method for Documenting and 
Recording Processes 
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Ecosystem and Land 
Use Establishment 
(Continued) 

Domain B 
Agricultural – 
Grazing 

• LFA. 
• Surface water quality monitoring. 
• Groundwater quality monitoring. 
• Visual and photographic monitoring. 

HSE team • Annual Rehabilitation 
Report and Forward 
Program. 

• Annual Review. 

• Inspections and 
documentation. 

• Monitoring reports. 

Ecosystem and Land 
Use Development 

Domain A 
Native Ecosystem 

• Analysis of ecosystem function. 
• LFA. 
• Water quality monitoring. 
• Visual and photographic monitoring. 

HSE team • Annual Rehabilitation 
Report and Forward 
Program. 

• Annual Review. 

• ESF2 or equivalent. 

• Inspections and 
documentation. 

• Monitoring reports. 
• Validation reports. 
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Rehabilitation Phase Domain Quality Assurance Actions and Processes Responsibilities for 
Implementation 

Method for Documenting and 
Recording Processes 

Ecosystem and Land 
Use Development 
(Continued) 

Domain B 
Agricultural – 
Grazing 

• Agronomic assessment of land capability and agricultural 
suitability classification. 

• LFA. 
• Water quality monitoring. 
• Visual and photographic monitoring. 

HSE personnel • Annual Rehabilitation 
Report and Forward 
Program. 

• Annual Review. 

• Inspections and 
documentation. 

• Monitoring reports. 

Domain F 
Water 
Management 
Areas 

• Water quality monitoring. 
• Visual and photographic monitoring. 

HSE personnel • Annual Rehabilitation 
Report and Forward 
Program. 

• Annual Review. 

• Monitoring reports. 
• Validation reports. 

Domain G 
Water Storage 
(Excluding Final 
Void) 

• Water quality monitoring. 
• Visual and photographic monitoring. 

HSE personnel • Annual Rehabilitation 
Report and Forward 
Program. 

• Annual Review. 

• Monitoring reports. 
• Validation reports. 

 

Whitehaven have developed a Rehabilitation Quality Checklist to be signed off after each phase of rehabilitation prior to proceeding to the next phase (refer Figure 14). Whitehaven also 
utilise the compliance tracking system (CMO) to assign and track closure obligations.
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Figure 15 - Rehabilitation Quality Assurance Process 

8. Rehabilitation Monitoring Program  
Monitoring of the VCM rehabilitation areas is conducted in accordance with the following sections. Rehabilitation is monitored on a regular basis to ensure vegetation is establishing in 
the rehabilitation areas and to determine the need for any maintenance and/or contingency measures (e.g. supplementary plantings, weed or erosion control). The monitoring also aims 
to demonstrate the effectiveness of the rehabilitation techniques and track the progression towards achieving the Rehabilitation Objectives and Rehabilitation Completion Criteria 
(Section 4). 

Rehabilitation monitoring reports are prepared annually and include: 
• monitoring of grazing areas (using a combination of pasture attributes); 
• native vegetation surveys; 
• terrestrial fauna and habitat surveys; and 
• analysis of results including statistical analysis (where appropriate). 

The aim of the rehabilitation monitoring reports is to document the annual spring monitoring results and provide a quantitative assessment of rehabilitation performance against nearby 
unmined (i.e. control) landscapes. Specific monitoring objectives include: 
 

• quantitative tracking of rehabilitation performance; 
• assess key aspects of flora (upper, mid and lower strata) in woodland areas; 
• compare data with previous monitoring; 
• evaluate monitoring results against monitoring triggers and rehabilitation objectives as outlined in this RMP; and 
• provide recommendations to assist with the improvement of rehabilitation or monitoring methods and mine closure for Whitehaven. 

8.1 Analogue Site baseline monitoring  
 
Whitehaven will undertake monitoring at appropriate analogue sites to assist in quantifying the key desirable indicators of Native Ecosystem and Agricultural – Grazing rehabilitation. 

Monitoring at pasture analogue sites is used to determine bench marks for indicators including percent pasture cover, total biomass, pasture species composition and weed species 
presence. Native vegetation analogue site monitoring is used to determine bench marks for indicators including percent foliar coverage for midstorey and canopy species, species 
presence and abundance for all strata (groundcover, midstorey and canopy) and weed species presence. 

Native vegetation analogue sites are also monitored to compare utilisation of rehabilitation areas and undisturbed areas by target fauna species including the Grey-crowned Babbler. 
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In addition, a quarterly agronomist inspection of analogue sites will be undertaken to assess soil quality parameters (e.g. pH, nutrient status, structure and salinity/sodicity indicators). 
These reports will provide expert recommendations to guide growth medium management, ameliorant application, and adaptive rehabilitation practices. 

 

8.2 Rehabilitation Establishment Monitoring  
The following rehabilitation establishment monitoring is associated with closure activities proposed for the VCM. 

Remote Sensing 

Annual high resolution LiDAR will to be used to monitor changes across the entire site. The remotely sensed data will allow for quantitative comparison of key land surface condition 
parameters in agricultural and native vegetation environments. Repeat annual capture and analysis of the LiDAR imagery will allow for identification and mapping changes in land and 
vegetation cover. Targeted field work will be implemented to examine the causes of any change. 

If changes are confirmed or discovered on-ground site specific management responses and remedial actions are developed and implemented. 

Agricultural – Grazing Areas 

Monitoring for Agricultural – Grazing provides quantitative data on key pasture and soil attributes as they relate to land agricultural capability. Pasture species, weed species, biomass, 
groundcover composition as well as parameters related to soil erosion and soil nutrient status (e.g. pH, electrical conductivity, organic matter, nitrogen or phosphorus) are assessed in 
surveys of grazing areas. 

Groundcover composition is recorded during surveys of pasture areas for all plots and takes into account the percentage cover of weeds, pasture, bare ground and litter. Records of 
groundcover composition allow for comparison between rehabilitation areas and analogue sites as well as changes between sampling periods. The number of pasture and weed species 
present in rehabilitated plots versus control plots at analogue sites will also be recorded and any recommended weed treatments are documented in the annual monitoring report. 

Biomass will also be measured during surveys of pasture areas, and generally reflects the variations in percentage pasture cover. Some variation between rehabilitation areas and 
analogue sites is due to varying management practices (i.e. grazing pressure), however changes in biomass between sampling periods at rehabilitation areas provides an indicator of the 
pasture areas’ carrying capacity and potential for sustainable grazing with management inputs analogous to local grazing operations. 

Native Vegetation Monitoring 

Vegetation surveys will be undertaken for Native Ecosystem, focus on the condition, composition and structure of woodland vegetation in rehabilitation areas and analogue sites. 

The native vegetation monitoring program provides quantitative data on woodland structure and composition, exotic fauna species and soil attributes. Surveys of native vegetation areas 
are used to detect any significant declines in each strata, specifically: 
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• overstorey: cover, health, richness, recruitment; 
• mid storey: cover, richness; and 
• groundcover: total percent ground cover, native ground cover (cover and richness), weeds (percent cover and richness). 

During native vegetation monitoring events, native and exotic fauna observations and soil erosion observations are also recorded. 

For the purposes of rehabilitation monitoring, change in vegetation condition for rehabilitated sites is measured against control sites; in this case control sites selected outside of the 
area of influence of the mine which are representative of the native vegetation communities (structure and floristics) in the surrounding landform. 

Revegetation surveys will be undertaken by an appropriately qualified and experienced person to identify the success of rehabilitation and identify any additional measures required to 
achieve ongoing rehabilitation success. 
 
Terrestrial Fauna and Habitat Monitoring 

Terrestrial fauna and habitat monitoring will be focused on native vegetation areas, will specifically target: 

• woodland birds, as they are relatively mobile and are often one of the first fauna groups to make use of maturing rehabilitation areas; 
• Phascolarctos cinereus (Koala), Neophema pulchella (Turquoise Parrot) and Pomatostomus temporalis (Grey-crowned Babbler) since they are listed under either the Threatened 

Species Conservation Act 1995 and/or the EPBC Act and are locally important; and 
• reptiles, as specific habitat will be established to attract these species. 

Analysis will include presence/absence, species diversity and use of habitat. More detailed fauna surveys may be required when vegetation community structure develops and the habitat 
becomes more complex. 

 

8.3 Measuring Performance Against Rehabilitation Objectives and Rehabilitation Completion Criteria  
The results of rehabilitation monitoring will be compared against the proposed Rehabilitation Objectives and Rehabilitation Completion Criteria (where appropriate) described in Section 
4.1 to track rehabilitation progress. Outcomes of the rehabilitation monitoring will be provided in subsequent Annual Reviews and the Annual Rehabilitation Report. 

Summaries of the monitoring results and performance against rehabilitation objectives and completion criteria will be included in this section when this RMP is updated or revised. 

9. Rehabilitation Research, Modelling and Trials  
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Whitehaven is committed to ensuring that activities are undertaken effectively to ensure that the success of rehabilitation enables the overall rehabilitation objectives to be achieved. 

For rehabilitation to be effective, Whitehaven are able to transfer knowledge of rehabilitation practices, trials and research at other operations within the region, to improve the knowledge 
of rehabilitation. Additionally, historical rehabilitation at the VCM is able to be referred to and is demonstrated by the successful historical rehabilitation completed which is self-sustaining. 
 
Whitehaven has extensive experience in both Native Ecosystem and Agricultural – Grazing rehabilitation, with successful rehabilitation areas completed at the Canyon Coal Mine. 
Learnings from the rehabilitation works undertaken at the Canyon Coal Mine to date, along with industry best practice guidelines are employed methodology for new rehabilitation 
areas.  

9.1 Current Rehabilitation Research, Modelling and Trials  
No active rehabilitation research, modelling or trials are being undertaken at the VCM. Notwithstanding, the successful rehabilitation at the Canyon Coal Mine, and Whitehaven’s other 
operations in the Gunnedah Coalfield (i.e. Tarrawonga Coal Mine, Sunnyside Mine, and Maules Creek Coal Mine), will guide rehabilitation at the VCM for new rehabilitation areas. 

9.2 Future Rehabilitation Research, Modelling and Trials  
As per Section 1 of this RMP, construction and operation of the VCM commenced in 2023 and is still in the early mining stage and there has been limited opportunity for progressive 
rehabilitation. 

10. Intervention and Adaptive Management  
Whitehaven will use adaptive management techniques where a response or action is required based on a pre-determined trigger. The key rehabilitation risks associated with the VCM 
have been identified in a Rehabilitation Risk Assessment (Section 3). 

Whitehaven will undertake ongoing rehabilitation maintenance works as required which will be instigated by the TARP. The TARP reflects the key risks to successful rehabilitation at the 
VCM identified by the risk assessments conducted to date, as described in Section 3, and will be identified through the rehabilitation monitoring program, as described in Section 8. 
The TARP in Table 15 and risk assessment in Section 3 will be reviewed regularly to continuously improve rehabilitation practices, as outlined in Form and Way – Rehabilitation 
Management Plan for Large Mines. 
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Table 15: Vickery Coal Mine Rehabilitation Trigger Action Response Plan 

Aspect/Category Trigger Action Response 

Spoils and materials (biological 
resource salvage) Unsafe, unstable and polluting 

Immediately make the site safe and remove pollution 
source. 

Site inspection by suitably trained person. 

Undertake investigation. 

Identify remedial recommendations. 

Implement remedial actions. 

Report as required. 

Ecosystem and  

land use 
development 

Minor gully or tunnel erosion present 
with minor rilling 

Site inspection by suitably trained person. 

Undertake investigation. 

Reduce erosion risks at the source immediately. 

Action erosion and/or sedimentation controls where 
appropriate. 

Identify remedial recommendations. 
Implement remedial actions. 

Management of tracks and roads. 

Installation of appropriate erosion controls. 

Stabilisation of gully areas. 

Exploration activities Land incompatible with pre-exploration 
use 

Exploration site inspection and progressive photo 
comparisons. 
Identify the causes of poor land compatibility. 

Ongoing monitoring relating to weed presence, stability 
and runoff, as well as vegetation cover. 

Review procedures and implementation of 
existing controls and management plans. 

Implement remedial actions. 

Report as necessary. 
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Aspect/Category Trigger Action Response 

Water management Exceedance of surface and 
groundwater quality criteria 

Inspect sites to ensure water remains on site. 

Take water samples to review and investigate. 

Review if management controls are working and 
appropriate. 

Report if groundwater is released. 

Review separation of clean and dirty water. 

Implement relevant remedial measures where 
required. 
Undertake assessment to identify sources of 
water quality degradation and recommend 
remedial actions. 
Implement remedial recommendations. 

Management of potential 
cultural and heritage issues Unintended interaction with heritage site 

Stop works immediately. 

Report heritage site find to the Environmental Officer. 

Review whether the Land Disturbance Protocol has 
been implemented correctly. 

Investigate how and why the interaction 
occurred. 
Prevent any further damage and report as 
necessary. 
Report to regulator as required. 

General Poor visual impact to community 
members 

Investigate reasons for poor visual impact. 

Review adherence to Exploration Management Plan 
and Land Disturbance Protocol. 

Improve the visual aspects of the site. 
Ensure works are occurring in daylight hours 
only. 
Report as necessary. 

 

11. Review, Revision and Implementation  
 

Review and Revision of this RMP 
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In accordance with Clause 11, Schedule 8A of the Mining Regulation 2016, Whitehaven will amend this RMP in the following circumstances: 

• as a consequence of an amendment made to the rehabilitation objectives and rehabilitation completion criteria (Section 4) or Final Landform and Rehabilitation Plan (Section 5); 
• to reflect any changes to the risk control measures in the RMP that are identified in a rehabilitation risk assessment – as soon as practicable after the rehabilitation risk assessment 

is conducted; and 
• whenever directed in writing to do so by the Secretary – in accordance with the direction. 

Whitehaven will ensure that the RMP remains current and relevant to ensure it defines the rehabilitation outcomes to be achieved in relation to the mining area and sets out the strategy 
to achieve those outcomes. This will be partly informed by ensuring that the effectiveness of the rehabilitation risk assessment and controls adopted in the life of mine progressive 
rehabilitation schedule and rehabilitation phases are routinely evaluated throughout the life cycle of the VCM. 

Whenever any foreseeable hazard is identified that presents a risk to achieving the rehabilitation objectives and rehabilitation completion criteria, or the Final Landform and Rehabilitation 
Plan, Whitehaven will update the rehabilitation risk assessment and RMP. 

If necessary, Whitehaven will update this RMP to include more detailed mine closure activities as rehabilitation progresses. The results of any environmental performance monitoring 
undertaken during the Forward Program term will also contribute to refining future RMPs. 

The rehabilitation principles and targets described in this RMP will continue to be tracked via Whitehaven’s internal review and tracking systems and the reporting and auditing 
mechanisms. 

 

Annual Review  

In accordance with Condition E9, Part E of the Development Consent (SSD-7480), Whitehaven will prepare an Annual Review prior to the end of March each year (or other timing as may 
be agreed with the Secretary of the DPHI) to review the environmental performance of the VCM. The Annual Review will report on Whitehaven’s compliance with all conditions of 
Development Consent (SSD-7480), VCM’s MLs and other relevant environmental approvals and licences. 

In addition to addressing the requirements of Condition E9, Part E of Development Consent (SSD-7480), the Annual Review will include: 

• a description of rehabilitation activities undertaken during the reporting period and the forecasted rehabilitation activities proposed for the next reporting period; 
• a summary of rehabilitation monitoring results and any observations of the effectiveness of the rehabilitation practices and measures; 
• a review of the rehabilitation monitoring results against the rehabilitation performance indicators and completion criteria; and 
• an update on the mine closure planning process. 

In accordance with Condition E14, Part E of Development Consent (SSD-7480), the Annual Review is made publicly available on the Whitehaven website 
(www.whitehavencoal.com.au). Rehabilitation progress will be reported in the Annual Rehabilitation Report and Forward Plan.  

http://www.whitehavencoal.com.au/
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Implementation of this RMP 

A general overview of the responsibility of Whitehaven personnel in regard to the monitoring, review and implementation of this RMP is provided in Table 18. 

Table 16: Site Environmental and Mining Management Relevant to Implementation of this RMP 

Management Team Member(s)* Role and Responsibility 

Mine Manager • Provide adequate resourcing to support site environmental management. 
• Provide strategic direction. 
• Overall site management responsibility. 
• Responsibility for management of mining contractors and Whitehaven Staff. 

Technical Services Manager • Responsible for monitoring, review and implementation of planning and engineering aspects of this RMP. 
• Annual internal auditing and reporting (Annual Review). 
• Responsible for the performance of activities undertaken within the mining area. 

Environment Manager • Responsible for monitoring, review and implementation of environmental aspects of this RMP. 
• Environment related approval and planning. 
• Management of the implementation and compliance with Environmental Management Plan, approvals, licensing and 

permits. 
• Responsible for site environmental monitoring. 
• Annual internal auditing and reporting (Annual Review). 
• Progressive rehabilitation planning, development and reporting. 
• External government and stakeholder consultation. 
• Responsible for community enquiry and initiatives management. 
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Management Team Member(s)* Role and Responsibility 

General staff and Contractors • All general staff members trained in environmental procedures and protocols as part of the induction process and 
regular site meetings. 

• All general staff members responsible for immediate reporting environmental incidents. 
• All general staff members responsible for undertaking works in an environmentally sound manner and in accordance 

with this RMP. 
• Environmental Management Plan, and site commitments. 

 *Or nominated delegate 
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