
 

VICKERY COAL MINE 

Document Owner:  Environmental Supt 

Issue:  1.0 

Last Revision Date:  Dec 2023  

Date Printed:  12/01/2024 

Quarterly Groundwater Report 

 
 

1 
 

 

 

 

Vickery Coal Mine (EPBC 2016/7649) 
 

Quarterly Groundwater Monitoring Report 

 

Initial Monitoring Report October/November 2023 

  



 

VICKERY COAL MINE 

Document Owner:  Environmental Supt 

Issue:  1.0 

Last Revision Date:  Dec 2023  

Date Printed:  12/01/2024 

Quarterly Groundwater Report 

 
 

2 
 

1 Introduction, Purpose and Project Update 

This report has been compiled for Vickery Coal Mine (VCM) to comply with Condition 8(c) of EPBC 2016/7649. 

Groundwater monitoring began in October 2023 following the commencement of mining in October 2023 in 

accordance with Condition 8(b). Mining operations are not yet advanced to mining below the water table with 

operational  activities  focusing  on  construction  of  infrastructure  and  removal  of  the  initial  overburden  in 

advance of coal extraction. 

Previous groundwater level results have been collected for a significant number of bores listed in the Water 

Management Plan  (WMP) prior  to  the  commencement of mining operations. The data  is  included  in  the 

hydrographs produced for this initial report. A brief discussion regarding the performance measures specified 

in the State Development Consent and interim triggers discussed in the WMP has been included in accordance 

with Condition 8(c). This discussion will be continued and progressed in subsequent reports as more data is 

collected and analysed. The data will be used  to develop specific  trigger  levels over  the  initial monitoring 

period of two years from the commencement of mining operations.  

 

2 Monitoring Results 
 

2.1 Groundwater Monitoring Network 
 

VCM’s groundwater monitoring network is displayed in Figure 1. Several additional bores were proposed in 

the recently approved WMP and are currently being implemented as monitoring sites. These are anticipated 

to  be  operational  before  the  groundwater  monitoring  period  in  April  2024.  Two  additional  bores  for 

monitoring  seepage  (WR1  and WR2)  are  anticipated  to  be  installed  in  January  2024  allowing  an  initial 

measurement of groundwater level to be collected in the January 2024 monitoring period. 
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Figure 1: Groundwater Monitoring Network 
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2.2 Groundwater Levels 
 

2.2.1 Alluvial Groundwater Bores 
 

Groundwater levels in the alluvial monitoring bores are displayed in the hydrograph shown in Figure 2 below. 

 

 

Figure 2: Hydrograph of Alluvial Monitoring Bores 
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2.2.2 Permian Groundwater Bores 
 

Groundwater levels in the Permian monitoring bores are displayed in the hydrograph shown in Figure 3 below. 

 

 

Figure 3: Hydrograph of Permian Monitoring Bores 
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3 Discussion 

 

Groundwater levels in the Permian and Alluvial bores have remained steady with no significant change in levels 

between April 2023 and October/November 2023. There is insufficient data (less than 2 years) to provide any 

commentary on seasonal fluctuations or changes  in responds to climate conditions (residual rainfall mass). 

Analyses on these patterns will be in included when more than 2 years of data has been collected.  

Initial groundwater quality analysis has been undertaken and the results (refer Table 2 in Appendix) indicate 

the following bores have exceedances of the interim trigger values as set out in Table 8‐3 of the Groundwater 

MP. The exceedances summarized in Table 1 are unlikely to be a result of mining and highly likely to be due to 

natural variation in water quality as mining has not yet impacted the water table. These results indicate that 

more data and analysis is required to develop specific trigger levels for each bore. The interim trigger values 

have been developed  from some generic  triggers due  to not having 2 years of data and  therefore will be 

developed further as more data is collected. 

Table 1: Summary of GW Interim Trigger Values Compared to Initial Results  

Groundwater Bore ID  Trigger Values Exceeded 

GW03  EC of 839 µS/cm compared to trigger value of 811. 

GW11  pH of 6.7 compared to lower trigger value of 7.0 

TR7  pH of 6.99 compared to lower trigger value of 7.4 

GW7  pH of 8.85 compared to upper trigger value of 8.5 

GW9  SO4 value of 104 mg/L compared to trigger value of 
86 

SB02  SO4 value of 1120 compared to trigger value of 365 

SB06   SO4 value of 372 compared to trigger value of 365 

SB05  SO4 value of 735 compared to trigger value of 365 

MD01  pH value of 11.8 compared to trigger value of 8.4 

TR26  SO4 value of 194 compared to trigger value of 86 

TR18  SO4 value of 702 compared to trigger value of 86 
EC value of 13000 µS/cm compared to trigger value 
of 12315 µS/cm 

TR35  SO4 value of 660 compared to trigger value of 86 
EC value of 14900 µS/cm compared to trigger value 
of 12315 µS/cm 

VKY042C  SO4 value of 302 compared to trigger of 86 

VKY035C  SO4 value of 87 compared to trigger value of 86 

 

The groundwater quality results detailed in Table 1 indicate a ‘normal condition’ TARP response. If the same 

levels are observed in the next quarterly monitoring results this will become a level 1 TARP trigger whereby a 

resample of GW quality will be  initiated. The pH at MD01  is anomalous and a purge of  the bore will be 

undertaken prior to the next monitoring event. 
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As discussed above generic trigger levels (i.e. SO4 86 mg/L for Permian) have been implemented for each water 

source (Alluvium or Permian) for sites with less than 2 years of data. Subsequent monitoring events will inform 

the development of specific trigger levels for each bore. Following the initial monitoring period where these 

trigger levels have been developed certain bores may be removed from the monitoring program if the data 

indicates  that some monitoring  locations are superfluous. Similarly additional monitoring  locations will be 

established  if  the analysis of monitoring  results  indicates  that data beneficial  to  refining  the groundwater 

model or trigger levels can potentially be obtained by monitoring different locations. 
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4 Appendix- Groundwater Monitoring Data 
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Table 2: Raw GW Monitoring Data 


